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A.5.4. Test Layouts 
See A.5.2. 
 
A.5.5. Limits 
The 20dB bandwidth shall be less than 80% of the permitted frequency band. For 13.56 MHz NFC, 
the permitted frequency band is 14kHz, so the limit is 11.2 kHz. 
  
A.5.6. Measurement Results 
Measurement results see Figure A-4 and Figure A-5. 
Conclusions: Set. NFC02, 03, PASS. 
 

   
 

Figure A-4: Test result at test Set. NFC02 
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Figure A-5: Test result at test Set. NFC03 

 

29BA.6 Conducted emission 
 
A.6.1. Reference 
See Clause 13.3 and Clause 7 of ANSI C63.4-2009 specifically. 
See Clause 4, Clause 5, and Clause 6 of ANSI C63.4-2009 generally. 
 
A.6.2. Measurement Methods 
The conducted emissions from the AC port of the EUT are measured in a shielding room. The EUT 
is connected to a Line Impedance Stabilization Network (LISN). An overview sweep with peak 
detection was performed. The measurements were performed with a quasi-peak detector and if 
required, an average detector. 
The conducted emission measurements were made with the following detector of the test receiver: 
Quasi-Peak / Average Detector. 
The measurement bandwidth is: 

Frequency of Emission (MHz) RBW/VBW 
0.15-30 9kHz 
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