
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/25

#01_GSM850_GSM Voice_Left Cheek_Ch251

Communication System: GSM850; Frequency: 848.8 MHz;Duty Cycle: 1:8.3
Medium: HSL_850_140425 Medium parameters used: f = 849 MHz; σ = 0.917 S/m; εr = 40.135; ρ = 
1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(9.86, 9.86, 9.86); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM Left; Type: QD000P40CD; Serial: S/N:1796
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch251/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.650 W/kg

Configuration/Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 27.113 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.763 W/kg
SAR(1 g) = 0.624 W/kg; SAR(10 g) = 0.486 W/kg
Maximum value of SAR (measured) = 0.708 W/kg

0 dB = 0.708 W/kg = -1.50 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/23

#02_GSM1900_EGPRS (4 Tx slots)_Left Cheek_Ch661

Communication System: PCS; Frequency: 1880 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900_140423 Medium parameters used: f = 1880 MHz; σ = 1.392 S/m; εr = 38.411; ρ = 
1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(8.13, 8.13, 8.13); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: SAM Left; Type: QD000P40CD; Serial: S/N:1796
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch661/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.553 W/kg

Configuration/Ch661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 19.872 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 0.779 W/kg
SAR(1 g) = 0.422 W/kg; SAR(10 g) = 0.256 W/kg
Maximum value of SAR (measured) = 0.526 W/kg

0 dB = 0.526 W/kg = -2.79 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/24

#03_WCDMA V_RMC 12.2Kbps_Right Cheek_Ch4233

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1
Medium: HSL_850_140424 Medium parameters used: f = 847 MHz; σ = 0.908 S/m; εr = 42.854; ρ = 
1000 kg/m3

23.2 22.2

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(9.87, 9.87, 9.87); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: SAM Left; Type: QD000P40CD; Serial: S/N:1796
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch4233/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.619 W/kg

Configuration/Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 26.232 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.685 W/kg
SAR(1 g) = 0.555 W/kg; SAR(10 g) = 0.424 W/kg
Maximum value of SAR (measured) = 0.630 W/kg

0 dB = 0.630 W/kg = -2.01 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/23

#04_WCDMA IV_RMC 12.2Kbps_Right Cheek_Ch1513

Communication System: WCDMA; Frequency: 1752.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_140423 Medium parameters used: f = 1753 MHz; σ = 1.4 S/m; εr = 38.561; ρ = 
1000 kg/m3

23.6 22.6

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(8.36, 8.36, 8.36); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch1513/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.625 W/kg

Configuration/Ch1513/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 21.168 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.711 W/kg
SAR(1 g) = 0.494 W/kg; SAR(10 g) = 0.320 W/kg
Maximum value of SAR (measured) = 0.602 W/kg

0 dB = 0.602 W/kg = -2.20 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/23

#05_WCDMA II_RMC 12.2Kbps_Left Cheek_Ch9538

Communication System: WCDMA ; Frequency: 1907.6 MHz;Duty Cycle: 1:1
Medium: HSL_1900_140423 Medium parameters used: f = 1908 MHz; σ = 1.42 S/m; εr = 38.276; ρ = 
1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(8.23, 8.23, 8.23); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM Left; Type: QD000P40CD; Serial: S/N:1796
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch9538/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.694 W/kg

Configuration/Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 22.362 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 0.821 W/kg
SAR(1 g) = 0.566 W/kg; SAR(10 g) = 0.357 W/kg
Maximum value of SAR (measured) = 0.697 W/kg

0 dB = 0.697 W/kg = -1.57 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/24

#06_LTE Band 17_10M_QPSK_1RB_49offset_Right Cheek_Ch23800

Communication System: LTE ; Frequency: 711 MHz;Duty Cycle: 1:1
Medium: HSL_750_140424 Medium parameters used: f = 711 MHz; σ = 0.866 S/m; εr = 41.695; ρ = 
1000 kg/m3

23.2 22.2

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(10.34, 10.34, 10.34); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: SAM Left; Type: QD000P40CD; Serial: S/N:1796
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch23800/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 
mm
Maximum value of SAR (interpolated) = 0.291 W/kg

Configuration/Ch23800/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 18.717 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.312 W/kg
SAR(1 g) = 0.259 W/kg; SAR(10 g) = 0.204 W/kg
Maximum value of SAR (measured) = 0.286 W/kg

0 dB = 0.286 W/kg = -5.44 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/23

#07_LTE Band 4_20M_QPSK_1RB_0offset_Right Cheek_Ch20175

Communication System: LTE; Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750_140423 Medium parameters used: f = 1732.5 MHz; σ = 1.374 S/m; εr = 38.694; ρ 
= 1000 kg/m3

23.6 22.6

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(8.36, 8.36, 8.36); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch20175/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 
mm
Maximum value of SAR (interpolated) = 0.506 W/kg

Configuration/Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 21.240 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.694 W/kg
SAR(1 g) = 0.487 W/kg; SAR(10 g) = 0.317 W/kg
Maximum value of SAR (measured) = 0.600 W/kg

0 dB = 0.600 W/kg = -2.22 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/30

#08_LTE Band 2_20M_QPSK_1RB_0offset_Left Cheek_Ch19100

Communication System: LTE; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_140430 Medium parameters used: f = 1900 MHz; σ = 1.448 S/m; εr = 39.456; ρ = 
1000 kg/m3

23.5 22.5 

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(8.13, 8.13, 8.13); Calibrated: 2013/11/4; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM RIGHT; Type: SAM; Serial: 1719
- Measurement SW: DASY52, Version 52.8 (6); SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch19100/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 
mm
Maximum value of SAR (interpolated) = 0.686 W/kg

Configuration/Ch19100/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 22.658 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.805 W/kg
SAR(1 g) = 0.505 W/kg; SAR(10 g) = 0.318 W/kg
Maximum value of SAR (measured) = 0.644 W/kg

0 dB = 0.644 W/kg = -1.91 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/24

#09_LTE Band 7_20M_QPSK_1RB_99offset_Left Cheek_Ch20850

Communication System: LTE; Frequency: 2510 MHz;Duty Cycle: 1:1
Medium: HSL_2600_140424 Medium parameters used: f = 2510 MHz; σ = 1.893 S/m; εr = 38.61; ρ = 
1000 kg/m3

23.6 22.6

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(7.55, 7.55, 7.55); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch20850/Area Scan (81x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 
mm
Maximum value of SAR (interpolated) = 0.773 W/kg

Configuration/Ch20850/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 21.578 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.25 W/kg
SAR(1 g) = 0.650 W/kg; SAR(10 g) = 0.343 W/kg
Maximum value of SAR (measured) = 0.951 W/kg

0 dB = 0.951 W/kg = -0.22 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/4/17

#10_WLAN2.4GHz_802.11b 1Mbps_Right Cheek_Ch11

Communication System: 802.11b; Frequency: 2462 MHz;Duty Cycle: 1:1.024
Medium: HSL_2450_140417 Medium parameters used: f = 2462 MHz; σ = 1.865 S/m; εr = 39.187; ρ = 
1000 kg/m3

23.6 22.6

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(7.25, 7.25, 7.25); Calibrated: 2013/6/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2013/5/8
- Phantom: SAM Right; Type: QD000P40CD; Serial: TP:1644
- Measurement SW: DASY52, Version 52.8 (6);SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch11/Area Scan (81x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.73 W/kg

Configuration/Ch11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 31.419 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 2.55 W/kg
SAR(1 g) = 1.15 W/kg; SAR(10 g) = 0.533 W/kg
Maximum value of SAR (measured) = 1.77 W/kg

0 dB = 1.77 W/kg = 2.48 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/4/22

#11_WLAN5GHz_802.11a 6Mbps_Right Cheek_Ch165

Communication System: 802.11a; Frequency: 5825 MHz;Duty Cycle: 1:1.146
Medium: HSL_5G_140422 Medium parameters used: f = 5825 MHz; σ = 5.419 S/m; εr = 34.247; ρ = 
1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(4.55, 4.55, 4.55); Calibrated: 2013/11/4; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM Right; Type: QD000P40CC; Serial: TP:1383
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch165/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.348 W/kg

Configuration/Ch165/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 8.622 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.974 W/kg
SAR(1 g) = 0.229 W/kg; SAR(10 g) = 0.087 W/kg
Maximum value of SAR (measured) = 0.539 W/kg

0 dB = 0.539 W/kg = -2.68 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/4/21

#12_WLAN5GHz_802.11a 6Mbps_Right Cheek_Ch36

Communication System: 802.11a; Frequency: 5180 MHz;Duty Cycle: 1:1.146
Medium: HSL_5G_140421 Medium parameters used: f = 5180 MHz; σ = 4.763 S/m; εr = 35.46; ρ = 
1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(5.03, 5.03, 5.03); Calibrated: 2013/11/4; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM Right; Type: QD000P40CC; Serial: TP:1383
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch36/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.473 W/kg

Configuration/Ch36/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 9.465 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.24 W/kg
SAR(1 g) = 0.277 W/kg; SAR(10 g) = 0.106 W/kg
Maximum value of SAR (measured) = 0.720 W/kg

0 dB = 0.720 W/kg = -1.43 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/4/21

#13_WLAN5GHz_802.11a 6Mbps_Right Cheek_Ch64

Communication System: 802.11a; Frequency: 5320 MHz;Duty Cycle: 1:1.146
Medium: HSL_5G_140421 Medium parameters used: f = 5320 MHz; σ = 4.906 S/m; εr = 35.223; ρ = 
1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(4.89, 4.89, 4.89); Calibrated: 2013/11/4; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM Right; Type: QD000P40CC; Serial: TP:1383
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch64/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.388 W/kg

Configuration/Ch64/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 8.689 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 0.954 W/kg
SAR(1 g) = 0.242 W/kg; SAR(10 g) = 0.095 W/kg
Maximum value of SAR (measured) = 0.553 W/kg

0 dB = 0.553 W/kg = -2.57 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/4/21

#14_WLAN5GHz_802.11a 6Mbps_Right Cheek_Ch100

Communication System: 802.11a; Frequency: 5500 MHz;Duty Cycle: 1:1.146
Medium: HSL_5G_140421 Medium parameters used: f = 5500 MHz; σ = 5.098 S/m; εr = 34.948; ρ = 
1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(4.73, 4.73, 4.73); Calibrated: 2013/11/4; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM Right; Type: QD000P40CC; Serial: TP:1383
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch100/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.443 W/kg

Configuration/Ch100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 10.159 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 0.899 W/kg
SAR(1 g) = 0.211 W/kg; SAR(10 g) = 0.074 W/kg
Maximum value of SAR (measured) = 0.526 W/kg

0 dB = 0.526 W/kg = -2.79 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/21

#15_GSM850_GPRS (4 Tx slots)_Front_1cm_Ch251

Communication System: GSM850; Frequency: 848.8 MHz;Duty Cycle: 1:2.08
Medium: MSL_850_140421 Medium parameters used: f = 849 MHz; σ = 0.99 S/m; εr = 52.716; ρ = 
1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(9.81, 9.81, 9.81); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch251/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.890 W/kg

Configuration/Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 30.395 V/m; Power Drift = -0.00 dB
Peak SAR (extrapolated) = 0.962 W/kg
SAR(1 g) = 0.781 W/kg; SAR(10 g) = 0.613 W/kg
Maximum value of SAR (measured) = 0.882 W/kg

0 dB = 0.882 W/kg = -0.55 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/22

#16_GSM1900_GPRS (1 Tx slot)_Bottom Side_1cm_Ch810

Communication System: PCS; Frequency: 1909.8 MHz;Duty Cycle: 1:8.3
Medium: MSL_1900_140422 Medium parameters used: f = 1910 MHz; σ = 1.54 S/m; εr = 52.817; ρ = 
1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(8.17, 8.17, 8.17); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch661/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.504 W/kg

Configuration/Ch661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 17.148 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.537 W/kg
SAR(1 g) = 0.334 W/kg; SAR(10 g) = 0.179 W/kg
Maximum value of SAR (measured) = 0.451 W/kg

0 dB = 0.451 W/kg = -3.46 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/21

#17_WCDMA V_RMC 12.2Kbps_Back_1cm_Ch4182

Communication System: WCDMA ; Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: MSL_850_140421 Medium parameters used : f = 836.4 MHz; σ = 0.977 S/m; εr = 52.862; ρ 
= 1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(9.81, 9.81, 9.81); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch4182/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.783 W/kg

Configuration/Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 28.996 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.855 W/kg
SAR(1 g) = 0.700 W/kg; SAR(10 g) = 0.552 W/kg
Maximum value of SAR (measured) = 0.786 W/kg

0 dB = 0.786 W/kg = -1.05 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/22

#18_WCDMA IV_RMC 12.2Kbps_Bottom Side_1cm_Ch1513

Communication System: WCDMA ; Frequency: 1752.6 MHz;Duty Cycle: 1:1
Medium: MSL1750_140422 Medium parameters used: f = 1753 MHz; σ = 1.529 S/m; εr = 51.718; ρ = 
1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(8.17, 8.17, 8.17); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM Left; Type: QD000P40CD; Serial: S/N:1796
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch1513/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.711 W/kg

Configuration/Ch1513/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 21.618 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.804 W/kg
SAR(1 g) = 0.518 W/kg; SAR(10 g) = 0.293 W/kg
Maximum value of SAR (measured) = 0.663 W/kg

0 dB = 0.663 W/kg = -1.78 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/22

#19_WCDMA II_RMC 12.2Kbps_Bottom Side_1cm_Ch9538

Communication System: WCDMA ; Frequency: 1907.6 MHz;Duty Cycle: 1:1
Medium: MSL_1900_140422 Medium parameters used: f = 1908 MHz; σ = 1.538 S/m; εr = 52.824; ρ 
= 1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(8.17, 8.17, 8.17); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch9538/Area Scan (41x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.544 W/kg

Configuration/Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 18.971 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.617 W/kg
SAR(1 g) = 0.381 W/kg; SAR(10 g) = 0.204 W/kg
Maximum value of SAR (measured) = 0.512 W/kg

0 dB = 0.512 W/kg = -2.91 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/21

#20_LTE Band 17_10M_QPSK_1RB_49offset_Back_1cm_Ch23800

Communication System:  LTE ; Frequency: 711 MHz;Duty Cycle: 1:1
Medium: MSL_750_140421 Medium parameters used: f = 711 MHz; σ = 0.944 S/m; εr = 55.562; ρ = 
1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(9.89, 9.89, 9.89); Calibrated: 2013/11/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch23800/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 
mm
Maximum value of SAR (interpolated) = 0.522 W/kg

Configuration/Ch23800/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 23.482 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.620 W/kg
SAR(1 g) = 0.431 W/kg; SAR(10 g) = 0.323 W/kg
Maximum value of SAR (measured) = 0.524 W/kg

0 dB = 0.524 W/kg = -2.81 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/19

#21_LTE Band 4_20M_QPSK_50RB_0offset_Bottom Side_1cm_Ch20050

Communication System: LTE; Frequency: 1720 MHz;Duty Cycle: 1:1
Medium: MSL1750_140419 Medium parameters used: f = 1720 MHz; σ = 1.496 S/m; εr = 52.118; ρ = 
1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(8.17, 8.17, 8.17); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch20050/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.798 W/kg

Configuration/Ch20050/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 23.047 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.919 W/kg
SAR(1 g) = 0.603 W/kg; SAR(10 g) = 0.346 W/kg
Maximum value of SAR (measured) = 0.765 W/kg

0 dB = 0.765 W/kg = -1.16 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/30

#22_LTE Band 2_20M_QPSK_1RB_0offset_Back_1cm_Ch18700

Communication System: LTE; Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: MSL_1900_140430 Medium parameters used: f = 1860 MHz; σ = 1.504 S/m; εr = 52.059; ρ 
= 1000 kg/m3

23.4 22.4 

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(7.95, 7.95, 7.95); Calibrated: 2013/11/4; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM LEFT; Type: QD000P40CD; Serial: TP:1718
- Measurement SW: DASY52, Version 52.8 (6); SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch18700/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 
mm
Maximum value of SAR (interpolated) = 0.390 W/kg

Configuration/Ch18700/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 15.867 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 0.514 W/kg
SAR(1 g) = 0.327 W/kg; SAR(10 g) = 0.197 W/kg
Maximum value of SAR (measured) = 0.418 W/kg

0 dB = 0.418 W/kg = -3.79 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/20

#23_LTE Band 7_20M_QPSK_50RB_0offset_Back_1cm_Ch20850

Communication System: LTE; Frequency: 2510 MHz;Duty Cycle: 1:1
Medium: MSL_2600_140420 Medium parameters used: f = 2510 MHz; σ = 2.113 S/m; εr = 51.294; ρ 
= 1000 kg/m3

23.6 22.6

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(7.58, 7.58, 7.58); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM Left; Type: QD000P40CD; Serial: S/N:1796
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch20850/Area Scan (81x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 
mm
Maximum value of SAR (interpolated) = 0.957 W/kg

Configuration/Ch20850/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 19.707 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 1.22 W/kg
SAR(1 g) = 0.663 W/kg; SAR(10 g) = 0.355 W/kg
Maximum value of SAR (measured) = 0.936 W/kg

0 dB = 0.936 W/kg = -0.29 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/4/19

#24_WLAN2.4GHz_802.11b 1Mbps_Back_1cm_Ch6

Communication System: 802.11b; Frequency: 2437 MHz;Duty Cycle: 1:1.024
Medium: MSL_2450_140419 Medium parameters used: f = 2437 MHz; σ = 1.912 S/m; εr = 52.519; ρ 
= 1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(7.34, 7.34, 7.34); Calibrated: 2013/11/4; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM Right; Type: QD000P40CC; Serial: TP:1383
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch6/Area Scan (81x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.263 W/kg

Configuration/Ch6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 11.299 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.342 W/kg
SAR(1 g) = 0.169 W/kg; SAR(10 g) = 0.091 W/kg
Maximum value of SAR (measured) = 0.245 W/kg

0 dB = 0.245 W/kg = -6.11 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/4/21

#25_WLAN5GHz_802.11a 6Mbps_Back_1cm_Ch149

Communication System: 802.11a; Frequency: 5745 MHz;Duty Cycle: 1:1.146
Medium: MSL_5G_140421 Medium parameters used: f = 5745 MHz; σ = 5.885 S/m; εr = 46.733; ρ = 
1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(4.08, 4.08, 4.08); Calibrated: 2013/11/4; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM Left; Type: QD000P40CD; Serial: TP:1542
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch149/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.517 W/kg

Configuration/Ch149/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 10.556 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 0.880 W/kg
SAR(1 g) = 0.232 W/kg; SAR(10 g) = 0.098 W/kg
Maximum value of SAR (measured) = 0.498 W/kg

0 dB = 0.498 W/kg = -3.03 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/21

#26_GSM850_GSM Voice_Front_1.5cm_Ch251

Communication System: GSM850; Frequency: 848.8 MHz;Duty Cycle: 1:8.3
Medium: MSL_850_140421 Medium parameters used: f = 849 MHz; σ = 0.99 S/m; εr = 52.716; ρ = 
1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(9.81, 9.81, 9.81); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch251/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.917 W/kg

Configuration/Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 30.934 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 0.996 W/kg
SAR(1 g) = 0.801 W/kg; SAR(10 g) = 0.625 W/kg
Maximum value of SAR (measured) = 0.911 W/kg

0 dB = 0.911 W/kg = -0.40 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/22

#27_GSM1900_EGPRS (4 Tx slots)_Back_1.5cm_Ch810

Communication System: PCS; Frequency: 1909.8 MHz;Duty Cycle: 1:2.08
Medium: MSL_1900_140422 Medium parameters used: f = 1910 MHz; σ = 1.54 S/m; εr = 52.817; ρ = 
1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(8.17, 8.17, 8.17); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch810/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.454 W/kg

Configuration/Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 16.998 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.520 W/kg
SAR(1 g) = 0.334 W/kg; SAR(10 g) = 0.194 W/kg
Maximum value of SAR (measured) = 0.436 W/kg

0 dB = 0.436 W/kg = -3.61 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/21

#28_WCDMA V_RMC 12.2Kbps_Back_1.5cm_Ch4182

Communication System: WCDMA ; Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: MSL_850_140421 Medium parameters used : f = 836.4 MHz; σ = 0.977 S/m; εr = 52.862; ρ 
= 1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(9.81, 9.81, 9.81); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch4182/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.751 W/kg

Configuration/Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 28.263 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.819 W/kg
SAR(1 g) = 0.659 W/kg; SAR(10 g) = 0.514 W/kg
Maximum value of SAR (measured) = 0.750 W/kg

0 dB = 0.750 W/kg = -1.25 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/22

#29_WCDMA IV_RMC 12.2Kbps_Back_1.5cm_Ch1513

Communication System: WCDMA; Frequency: 1752.6 MHz;Duty Cycle: 1:1
Medium: MSL1750_140422 Medium parameters used: f = 1753 MHz; σ = 1.529 S/m; εr = 51.718; ρ = 
1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(8.17, 8.17, 8.17); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM Left; Type: QD000P40CD; Serial: S/N:1796
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch1513/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.750 W/kg

Configuration/Ch1513/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 22.298 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.864 W/kg
SAR(1 g) = 0.591 W/kg; SAR(10 g) = 0.380 W/kg
Maximum value of SAR (measured) = 0.743 W/kg

0 dB = 0.743 W/kg = -1.29 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/22

#30_WCDMA II_RMC 12.2Kbps_Back_1.5cm_Ch9538

Communication System: WCDMA ; Frequency: 1907.6 MHz;Duty Cycle: 1:1
Medium: MSL_1900_140422 Medium parameters used: f = 1908 MHz; σ = 1.538 S/m; εr = 52.824; ρ 
= 1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.71, 4.71, 4.71); Calibrated: 2013/9/24; 
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2013/8/21
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch9538/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.684 W/kg

Configuration/Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 21.121 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.933 W/kg
SAR(1 g) = 0.560 W/kg; SAR(10 g) = 0.323 W/kg
Maximum value of SAR (measured) = 0.679 W/kg

0 dB = 0.679 W/kg = -1.68 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/21

#31_LTE Band 17_10M_QPSK_1RB_49offset_Back_1.5cm_Ch23800

Communication System: LTE ; Frequency: 711 MHz;Duty Cycle: 1:1
Medium: MSL_750_140421 Medium parameters used: f = 711 MHz; σ = 0.944 S/m; εr = 55.562; ρ = 
1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(9.89, 9.89, 9.89); Calibrated: 2013/11/12; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch23800/Area Scan (71x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 
mm
Maximum value of SAR (interpolated) = 0.326 W/kg

Configuration/Ch23800/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 18.665 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.363 W/kg
SAR(1 g) = 0.282 W/kg; SAR(10 g) = 0.217 W/kg
Maximum value of SAR (measured) = 0.326 W/kg

0 dB = 0.326 W/kg = -4.87 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/19

#32_LTE Band 4_20M_QPSK_1RB_0offset_Back_1.5cm_Ch20175

Communication System: LTE; Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: MSL1750_140419 Medium parameters used: f = 1732.5 MHz; σ = 1.509 S/m; εr = 52.076; ρ 
= 1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(8.17, 8.17, 8.17); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM RIGHT; Type: SAM; Serial: 1801
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch20175/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 
mm
Maximum value of SAR (interpolated) = 0.834 W/kg

Configuration/Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 22.453 V/m; Power Drift = -0.00 dB
Peak SAR (extrapolated) = 0.916 W/kg
SAR(1 g) = 0.655 W/kg; SAR(10 g) = 0.428 W/kg
Maximum value of SAR (measured) = 0.791 W/kg

0 dB = 0.791 W/kg = -1.02 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/30

#33_LTE Band 2_20M_QPSK_1RB_0offset_Back_1.5cm_Ch18700

Communication System: LTE; Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: MSL_1900_140430 Medium parameters used: f = 1860 MHz; σ = 1.504 S/m; εr = 52.059; ρ 
= 1000 kg/m3

23.4 22.4 

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(7.95, 7.95, 7.95); Calibrated: 2013/11/4; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM LEFT; Type: QD000P40CD; Serial: TP:1718
- Measurement SW: DASY52, Version 52.8 (6); SEMCAD X Version 14.6.9 (7117) 

Configuration/Ch18700/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 
mm
Maximum value of SAR (interpolated) = 0.609 W/kg

Configuration/Ch18700/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 19.635 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.698 W/kg
SAR(1 g) = 0.469 W/kg; SAR(10 g) = 0.305 W/kg
Maximum value of SAR (measured) = 0.590 W/kg

0 dB = 0.590 W/kg = -2.29 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2014/4/20

#34_LTE Band 7_20M_QPSK_1RB_99offset_Back_1.5cm_Ch20850

Communication System: LTE; Frequency: 2510 MHz;Duty Cycle: 1:1
Medium: MSL_2600_140420 Medium parameters used: f = 2510 MHz; σ = 2.113 S/m; εr = 51.294; ρ 
= 1000 kg/m3

23.6 22.6

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(7.58, 7.58, 7.58); Calibrated: 2013/12/23; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2013/11/7
- Phantom: SAM Left; Type: QD000P40CD; Serial: S/N:1796
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch20850/Area Scan (81x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 
mm
Maximum value of SAR (interpolated) = 1.16 W/kg

Configuration/Ch20850/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 22.787 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 1.50 W/kg
SAR(1 g) = 0.846 W/kg; SAR(10 g) = 0.470 W/kg
Maximum value of SAR (measured) = 1.17 W/kg

0 dB = 1.17 W/kg = 0.68 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/4/19

#35_WLAN2.4GHz_802.11b 1Mbps_Back_1.5cm_Ch1

Communication System: 802.11b; Frequency: 2412 MHz;Duty Cycle: 1:1.024
Medium: MSL_2450_140419 Medium parameters used: f = 2412 MHz; σ = 1.88 S/m; εr = 52.582; ρ = 
1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(7.34, 7.34, 7.34); Calibrated: 2013/11/4; 
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM Right; Type: QD000P40CC; Serial: TP:1383
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch1/Area Scan (81x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.155 W/kg

Configuration/Ch1/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 7.861 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.171 W/kg
SAR(1 g) = 0.088 W/kg; SAR(10 g) = 0.055 W/kg
Maximum value of SAR (measured) = 0.130 W/kg

0 dB = 0.130 W/kg = -8.86 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/4/21

#36_WLAN5GHz_802.11n-HT40 MCS0_Back_1.5cm_Ch151

Communication System: 802.11n; Frequency: 5755 MHz;Duty Cycle: 1:1.311
Medium: MSL_5G_140421 Medium parameters used: f = 5755 MHz; σ = 5.902 S/m; εr = 46.716; ρ = 
1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(4.08, 4.08, 4.08); Calibrated: 2013/11/4; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM Left; Type: QD000P40CD; Serial: TP:1542
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch151/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.257 W/kg

Configuration/Ch151/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 7.474 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 0.423 W/kg
SAR(1 g) = 0.133 W/kg; SAR(10 g) = 0.065 W/kg
Maximum value of SAR (measured) = 0.256 W/kg

0 dB = 0.256 W/kg = -5.92 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/4/19

#37_WLAN5GHz_802.11a 6Mbps_Back_1.5cm_Ch36

Communication System: 802.11a; Frequency: 5180 MHz;Duty Cycle: 1:1.146
Medium: MSL_5G_140419 Medium parameters used: f = 5180 MHz; σ = 5.079 S/m; εr = 47.436; ρ = 
1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(4.52, 4.52, 4.52); Calibrated: 2013/11/4; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM Left; Type: QD000P40CD; Serial: TP:1542
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch36/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.0881 W/kg

Configuration/Ch36/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 4.521 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 0.164 W/kg
SAR(1 g) = 0.070 W/kg; SAR(10 g) = 0.044 W/kg
Maximum value of SAR (measured) = 0.112 W/kg

0 dB = 0.112 W/kg = -9.51 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/4/19

#38_WLAN5GHz_802.11a 6Mbps_Back_1.5cm_Ch56

Communication System: 802.11a; Frequency: 5280 MHz;Duty Cycle: 1:1.146
Medium: MSL_5G_140419 Medium parameters used: f = 5280 MHz; σ = 5.206 S/m; εr = 47.238; ρ = 
1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(4.28, 4.28, 4.28); Calibrated: 2013/11/4; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM Left; Type: QD000P40CD; Serial: TP:1542
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch56/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.0888 W/kg

Configuration/Ch56/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 4.170 V/m; Power Drift = -0.19 dB
Peak SAR (extrapolated) = 0.135 W/kg
SAR(1 g) = 0.058 W/kg; SAR(10 g) = 0.040 W/kg
Maximum value of SAR (measured) = 0.0905 W/kg

0 dB = 0.0905 W/kg = -10.43 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2014/4/20

#39_WLAN5GHz_802.11a 6Mbps_Back_1.5cm_Ch100

Communication System: 802.11a; Frequency: 5500 MHz;Duty Cycle: 1:1.146
Medium: MSL_5G_140420 Medium parameters used: f = 5500 MHz; σ = 5.658 S/m; εr = 47.024; ρ = 
1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(4.04, 4.04, 4.04); Calibrated: 2013/11/4; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/1/30
- Phantom: SAM Left; Type: QD000P40CD; Serial: TP:1542
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch100/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.194 W/kg

Configuration/Ch100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 6.116 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.345 W/kg
SAR(1 g) = 0.130 W/kg; SAR(10 g) = 0.078 W/kg
Maximum value of SAR (measured) = 0.224 W/kg

0 dB = 0.224 W/kg = -6.50 dBW/kg
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