
Appendix D. Photographs of EUT and Setup 

The photographs of EUT and setup for SAR testing are shown as follows.
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To Top
Side

To
Bottom

To Left
Side

To Right
Side

(mm) (mm) (mm) (mm)
WLAN Ant 0 39 156 56 9.5

WLAN/BT Ant 1 39 156 9.5 56
WWAN 150 5.2 5.3 5.3

Note : It showns the Tx Antenna only, Rx Antenna doesn't be considered for SAR. 
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<Photographs of EUT> 

  
Front Face of EUT  Rear Face of EUT  

  
Front Face of BT3 Rear Face of BT3 
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<Photographs of Head SAR Test Setup> 

  
Right Cheek of EUT Tested Right Tilted of EUT Tested 

  
Left Cheek of EUT Tested Left Tilted of EUT Tested 
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<Photographs of Body‐worn SAR Test Setup> 

  
Front Face of EUT Tested at 10 mm Rear Face of EUT Tested at 10 mm 
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<Photographs of Hotspot SAR Test Setup> 

  
Front Face of EUT Tested at 10 mm Rear Face of EUT Tested at 10 mm 

  
Left Side of EUT Tested at 10 mm Right Side of EUT Tested at 10 mm 

 

 

Bottom Side of EUT Tested at 10 mm  
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<Photographs of Product Specific SAR Test Setup> 

  
Front Face of EUT Tested at 0 mm Rear Face of EUT Tested at 0 mm 

  
Left Side of EUT Tested at 0 mm Right Side of EUT Tested at 0 mm 
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