
 Date: 7/23/2020Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab 

WCDMA Band II Body-worn belt clip

Communication System: UID 0, Generic UMTS (0); Frequency: 1907.6 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.461 S/m; εr = 40.468; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.8℃;Liquid Temperature:22.6℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.6, 8.6, 8.6) @ 1907.6 MHz; Calibrated: 4/1/2020 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 4/4/2020 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 9538/Area Scan (61x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.700 W/kg

Rear/CH 9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.83 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 1.02 W/kg
SAR(1 g) = 0.480 W/kg; SAR(10 g) = 0.249 W/kg
Maximum value of SAR (measured) = 0.789 W/kg

0 dB = 0.789 W/kg = -1.03 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.18



 Date: 7/22/2020Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab 

WCDMA Band IV Body-worn  belt clip

Communication System: UID 0, Generic UMTS (0); Frequency: 1712.4 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 1712.4 MHz; σ = 1.373 S/m; εr = 40.795; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.3℃;Liquid Temperature:22.1℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.92, 8.92, 8.92) @ 1712.4 MHz; Calibrated: 4/1/2020 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 4/4/2020 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 1312/Area Scan (61x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.501 W/kg

Rear/CH 1312/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.37 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.577 W/kg
SAR(1 g) = 0.342 W/kg; SAR(10 g) = 0.213 W/kg
Maximum value of SAR (measured) = 0.488 W/kg

0 dB = 0.488 W/kg = -3.12 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.19



 Date: 7/21/2020Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab 

WCDMA Band V Body-worn belt clip

Communication System: UID 0, Generic UMTS (0); Frequency: 846.6 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 846.6 MHz; σ = 0.951 S/m; εr = 42.673; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.6℃;Liquid Temperature:22.4℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.46, 10.46, 10.46) @ 846.6 MHz; Calibrated: 4/1/2020 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 4/4/2020 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 4233/Area Scan (61x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.479 W/kg

Rear/CH 4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 21.92 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.538 W/kg
SAR(1 g) = 0.349 W/kg; SAR(10 g) = 0.236 W/kg
Maximum value of SAR (measured) = 0.466 W/kg

0 dB = 0.466 W/kg = -3.32 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.20



 Date: 7/23/2020Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab 

LTE Band 2 Body-worn

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 1860 MHz;Duty Cycle: 1:1
Medium parameters used: f = 1860 MHz; σ = 1.459 S/m; εr = 40.529; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.4℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.6, 8.6, 8.6) @ 1860 MHz; Calibrated: 4/1/2020 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 4/4/2020 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Front/CH 18700/Area Scan (61x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.303 W/kg

Front/CH 18700/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 11.63 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.349 W/kg
SAR(1 g) = 0.210 W/kg; SAR(10 g) = 0.129 W/kg
Maximum value of SAR (measured) = 0.297 W/kg

0 dB = 0.297 W/kg = -5.27 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.21



 Date: 7/22/2020Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab 

LTE Band 4 Body-worn

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 1745 MHz; σ = 1.392 S/m; εr = 40.742; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.2℃;Liquid Temperature:22.0℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(8.92, 8.92, 8.92) @ 1745 MHz; Calibrated: 4/1/2020 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 4/4/2020 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Front/CH 20300/Area Scan (61x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.406 W/kg

Front/CH 20300/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 12.82 V/m; Power Drift = 0.18 dB
Peak SAR (extrapolated) = 0.540 W/kg
SAR(1 g) = 0.325 W/kg; SAR(10 g) = 0.198 W/kg
Maximum value of SAR (measured) = 0.457 W/kg

0 dB = 0.457 W/kg = -3.40 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.22



 Date: 7/21/2020Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab 

LTE Band 5 Body-worn

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 829 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 829 MHz; σ = 0.944 S/m; εr = 42.709; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.2℃;Liquid Temperature:22.0℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.46, 10.46, 10.46) @ 829 MHz; Calibrated: 4/1/2020 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 4/4/2020 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 20450/Area Scan (61x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.301 W/kg

Rear/CH 20450/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 14.00 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.352 W/kg
SAR(1 g) = 0.226 W/kg; SAR(10 g) = 0.151 W/kg
Maximum value of SAR (measured) = 0.305 W/kg

0 dB = 0.305 W/kg = -5.16 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.23



 Date: 7/24/2020Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab 

LTE Band 7 Body-worn

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 2510 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2510 MHz; σ = 1.916 S/m; εr = 39.554; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.3℃;Liquid Temperature:22.1℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(7.91, 7.91, 7.91) @ 2510 MHz; Calibrated: 4/1/2020 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 4/4/2020 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Front/CH 20850/Area Scan (71x171x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.11 W/kg

Front/CH 20850/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 18.82 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.26 W/kg
SAR(1 g) = 0.688 W/kg; SAR(10 g) = 0.385 W/kg
Maximum value of SAR (measured) = 1.04 W/kg

0 dB = 1.04 W/kg = 0.17 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.24



 Date: 7/20/2020Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab 

LTE Band 12 Body-worn

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 711 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 711 MHz; σ = 0.901 S/m; εr = 43.098; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.6℃;Liquid Temperature:22.4℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.76, 10.76, 10.76) @ 711 MHz; Calibrated: 4/1/2020 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 4/4/2020 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 23130/Area Scan (61x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.0773 W/kg

Rear/CH 23130/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 8.278 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 0.0860 W/kg
SAR(1 g) = 0.061 W/kg; SAR(10 g) = 0.044 W/kg
Maximum value of SAR (measured) = 0.0769 W/kg

0 dB = 0.0769 W/kg = -11.14 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.25



 Date: 7/20/2020Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab 

LTE Band 13 Body-worn belt clip

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 782 MHz; σ = 0.926 S/m; εr = 42.865; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.8℃;Liquid Temperature:22.6℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.76, 10.76, 10.76) @ 782 MHz; Calibrated: 4/1/2020 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 4/4/2020 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 23230/Area Scan (61x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.171 W/kg

Rear/CH 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 14.58 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 0.197 W/kg
SAR(1 g) = 0.122 W/kg; SAR(10 g) = 0.079 W/kg
Maximum value of SAR (measured) = 0.169 W/kg

0 dB = 0.169 W/kg = -7.72 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.26



 Date: 7/20/2020Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab 

LTE Band 17 Body-worn

Communication System: UID 0, Generic LTE-FDD (0); Frequency: 711 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 711 MHz; σ = 0.901 S/m; εr = 43.098; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.7℃;Liquid Temperature:22.5℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(10.76, 10.76, 10.76) @ 711 MHz; Calibrated: 4/1/2020 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 4/4/2020 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Rear/CH 23800/Area Scan (61x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.0773 W/kg

Rear/CH 23800/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 9.006 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 0.0910 W/kg
SAR(1 g) = 0.064 W/kg; SAR(10 g) = 0.046 W/kg
Maximum value of SAR (measured) = 0.0802 W/kg

0 dB = 0.0802 W/kg = -10.96 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.27



 Date: 7/24/2020Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab 

WIFI 2.4G Body-worn

Communication System: UID 0, Generic WIFI (0); Frequency: 2462 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 2462 MHz; σ = 1.88 S/m; εr = 39.631; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.4℃;Liquid Temperature:22.2℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(7.91, 7.91, 7.91) @ 2462 MHz; Calibrated: 4/1/2020 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 4/4/2020 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Front/CH 11/Area Scan (71x171x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.125 W/kg

Front/CH 11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.250 V/m; Power Drift = 0.17 dB
Peak SAR (extrapolated) = 0.153 W/kg
SAR(1 g) = 0.082 W/kg; SAR(10 g) = 0.047 W/kg
Maximum value of SAR (measured) = 0.125 W/kg

0 dB = 0.125 W/kg = -9.03 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.28



 Date: 7/25/2020Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab 

WIFI 5G U-NII-1 Body-worn

Communication System: UID 0, Generic WIFI (0); Frequency: 5230 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5230 MHz; σ = 4.525 S/m; εr = 34.794; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.2℃;Liquid Temperature:22.1℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(5.58, 5.58, 5.58) @ 5230 MHz; Calibrated: 4/1/2020 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 4/4/2020 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Front/CH 46/Area Scan (81x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.191 W/kg

Front/CH 46/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 5.390 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 0.302 W/kg
SAR(1 g) = 0.097 W/kg; SAR(10 g) = 0.052 W/kg
Maximum value of SAR (measured) = 0.186 W/kg

0 dB = 0.186 W/kg = -7.30 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.29



 Date: 7/25/2020Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab 

WIFI 5G U-NII-2A Body-worn

Communication System: UID 0, Generic WIFI (0); Frequency: 5260 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5260 MHz; σ = 4.555 S/m; εr = 34.743; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:22.2℃;Liquid Temperature:22.0℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(5.58, 5.58, 5.58) @ 5260 MHz; Calibrated: 4/1/2020 
l Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
l Electronics: DAE4 Sn1549; Calibrated: 4/4/2020 
l Phantom: Twin-SAM V8.0 ; Type: QD 000 P41 AA; Serial: 1974 
l DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Front/CH 52/Area Scan (81x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.202 W/kg

Front/CH 52/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 5.259 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 0.306 W/kg
SAR(1 g) = 0.094 W/kg; SAR(10 g) = 0.048 W/kg
Maximum value of SAR (measured) = 0.184 W/kg

0 dB = 0.184 W/kg = -7.35 dBW/kg

Appendix A: SAR Test Data Plots

Plot No.30
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