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Cardo Connect 
App

88 99 1010 1111

On | Ein | On | Acceso | 

Off | Aus| Off | Spento | 

Next | Weiter | Suivant | Successiva | 

Previous | Zurück | Précédent | Precedente | 

Music | Musik | Musique | Musica | 

GPS

Step 1 | Schritt 1 | Étape 1 | Passo 1 | 

Step 2 | Schritt 2 | Étape 2 | Passo 2 | 

Step 3 | Schritt 3 | Étape 3 | Passo 3 | 

1

2

3

GPS Pairing | GPS-Kopplung | Appairage GPS | GPS Pairing | 

A

Phone Pairing | Telefon-Kopplung | Appairage au téléphone | 

Abbinamento telefono |

Pair to Rider A | Koppeln mit Fahrer A |

Appairer au motard A | Abbina a motociclista A |

Rider A |
Fahrer A |
Motard A |
Motociclista A |

Call / End Intercom | Gegensprechanlage rufen / beenden  | Appeler/
Raccrocher interphone  | Chiama/Termina interfono | 

Share | Freigeben| Partager | Condividi | 

Share Music | Musik freigeben | Partager musique | Condividi musica | 

Share Phone Call | Telefongespräch freigeben | Partager appel | 
Condividi telefonata | 

CONNECT 
APP

Cardo Connect 
App

Over- The-Air Update

Control Your Unit

Setup & Setting

The next generation in Bluetooth intercom, 
always-on,  mesh-like network with quick and 
easy pairing of up to 4a

The next generation in Bluetooth intercom, 
always-on,  mesh-like network with quick and 
easy pairing of up to 4a

cardosystems.com/support

cardosystems.com/update
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POCKET GUIDE
EN/DE/FR/IT

SPIRIT HD
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front back

180 mm 180 mm

90mm 90mm

Measurements



TYPE APPROVAL

P/N MAN00574   

DESCRIPTION  POCKET GUIDE

FILE NAME MAN00574 - MAN POCKET GUIDE SPIRIT HD EN/DE/FR/IT_A02

LANGUAGE Multi Language

PRODUCT TYPE MANUAL

MATERIAL
P2 C4+4
90gr glossy art paper folded

PRINTING 
PROCESS

COLOR: CMYK  

SECONDARY 
PROCESS

ATTACHED 
FILES

1. GRAPHIC FILE - PDF
2. FOLLDING INSTACTION VIDEO

MEASUREMENT SPREAD: 720MM-180MM  , FOLDED: 90mm -180mm

CLIENTS/ 
DISTRIBUTOR

SPECIAL 
REQUIREMENT

REVISION DESCRIPTION DATE NAME
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