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Secteur/Charge
Line/Load

Tighten terminal screws to 12lbf-in
Serrer les vis de borne à 14Kgf-cm

Do not wrap around screw terminals
Ne pas enrouler autour des bornes à vis

Strip length 5/8in.
Longueur de bande 16mm

Actual size
Taille actuelle
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For indoor use only

Z
W

A
4

0
13

A
Z

0
1

O
p

er
at

in
g

 T
em

p
.

0
-4

0
°C

 
T

em
p

ér
at

ur
e 

d
e 

se
rv

ic
e

0
-4

0
°C

12
0

V
ac

, 6
0

H
z

1/
10

hp
(7

5W
),

 m
o

to
r

COMMENTS:

NEW ART

15 MM
100 MM

Enclosure Art

File Name: 58446
Designer: Paul Milligan
Date: 06/02/22
PM: Matt Henson

Manual Name: 58446 QSG v1

LASER ETCH

Laser etch specifications for:
Z-Wave product, Enbrighten

Model no: ZWA4013  / 58446
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For supply connector, use wires rated for at least 75°C 
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Do not wrap around screw terminals
Ne pas enrouler autour des bornes à vis

Traveler
Pendentif

Neutral
Neutre

Line/Load
Secteur/Charge

Line/Load
Secteur/Charge

Tighten terminal screws to 12lbf-in
Serrer les vis de borne à 14Kgf-cm

Strip length 5/8in.
Longueur de bande 16mm

Actual size
Taille actuelle
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Pour utilisation intérieure uniquement
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NEW ART
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Enclosure Art

DO NOT make changes to this file before obtaining 
approval from the Jasco graphics team.
Final art files will be kept at Jasco and if changes are 
needed, files will be modified by graphic designers to 
prevent confusion on any future orders.

File Name: 59388
Designer: Paul Milligan 
Date: 06/02/22
PM: Matt Henson

Manual Name: 59388 QSG v1

LASER ETCH

Laser etch specifications for:
Z-Wave product, JascoPro Series

Model no: ZWA4013 / 59388

For supply connector, use wires rated for at least 75°C 
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