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A New version release 2023.08.09

Plug-in Smart Switch
Enfichable Gradateur Intelligent

Jasco Products Company

VER 8.0.0

MODEL/MODÉLE: ZWN4107 

FCC ID: QOBZWN4107
IC:6924A-ZWN4107

120 Volts AC,60 Hz / 120 V c.a., 60 Hz
Max load for Z-Wave outlet /Charge maximale pour prise Z-Wave
1200W(10A) TUNGSTEN /TUNGSTÉNE 1200 W(10 A)
1/2 HP Motor/Moteur
1800W(15A) Resistive/Charge Résistive
1800W(15A) Resistive load in total for both Z-Wave outlet and pass through outlet
Charge résistive totale de 1800 W (15 A) pour prise Z-Wave et prise passerelle

DO NOT EXCEED ELECTRICAL RATINGS
NE PAS DÉPASSER LES
CARACTÉRISTIQUES ÉLECTRIQUES
FOR INDOOR USE ONLY/POUR UTILISATION
INTÉRIEURE UNIQUEMENT

Appliance Controls
Commandes d 'appareils

Made in Vietnam
Fabriqué en Viêt Nam
76720-1

Oklahoma City, OK
www.byjasco.com

HIGH VOLTAGE,
DISCONNECT POWER
SUPPLY BEFORE
SERVICING/ALTO
VOLTAJE,
DESCONECTE
LA POTENCIA ANTES
DE REPARAR

CAUTION/
ADVERTENCIA


