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PHOTOGRAPHS OF TEST SET UP 
 

 
 

 

Figure 1 - Test Setup - 30 MHz to 1 GHz - X 
 

 

Figure 2 - Test Setup - 30 MHz to 1 GHz - Y 
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Figure 3 - Test Setup - 30 MHz to 1 GHz - Z 
 

 

Figure 4 - Test Setup - 1 GHz to 8 GHz - X 
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Figure 5 - Test Setup - 1 GHz to 8 GHz - Y 
 

 

Figure 6 - Test Setup - 1 GHz to 8 GHz - Z 
 



 FCC ID: QOQ-MGM240L  
IC: 5123A-MGM240L 

 
Silicon Laboratories Finland Oy 

MGM240L 

 
 

©2022 Not to be reproduced, except in its entirety,     Page 4 of 6 
without the Permission of TÜV SÜD     Reference: 75955217 

 

 

Figure 7 - Test Setup - 8 GHz to 18 GHz - X 
 

 

Figure 8 - Test Setup - 8 GHz to 18 GHz - Y 
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Figure 9 - Test Setup - 8 GHz to 18 GHz - Z 
 

 

Figure 10 - Test Setup - 18 GHz to 25 GHz - X 
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Figure 11 - Test Setup - 18 GHz to 25 GHz - Y 
 

 

Figure 12 - Test Setup - 18 GHz to 25 GHz - Z 
 


