
I2C

MIPI/I2C

Analog audio

I2S/SPIO

EMI SDIO USB2.0

GSM850:824--894MHz
GSM900:880--960MHz
DCS1800:1710--1880MHz
PCS1900:1850--1990MHz
WCDMA BAND1:1920—2170MHz
WCDMA BAND2:1850—1990MHz
WCDMA BAND5:824—894MHz
WCDMA BAND8:880—960MHz

27.12MHz 26MHz
NFC

NQ330

G ensor Transceiver

MT6580M

Micro
USB

Backlight
AW9962

MCP:
EMMC 4GB+512MB

Rechargeable Lithium-ion
Battery 1750mAh

SW Charger
PSC5415A

LCM
3.97” 800*480 WVGA

Capacitive Touch Screen
MSG2238

5.0M AF
BCamera

Power Amp
WCDMA(HSDPA)

VC7590-21 + VC5318
2G4band+3GBand

PWRKEY Application
4-core ARM
CA7 1.3GHz

GSM/WCDMA/
EDGE/HSPA/
TD-SCDMA
modemFlash driver

AW3641 BT/WIFI 2.4GHz
GPS 1575.5MHz

802.11(2.4G)

BLUETOOTH 4.0 LE

FM(65-108mhz)
GPS

NFC SIM1

MT6350
SIM2 SPK

RTC /Backup
capacitance

Micro SD
(SD 2.0)


