
Compal UPA2_SAR Verification Test on New Calibrated Probe 
 
1 Right Cheek 
 

Test 

Date 

Camera 

Module 
Mode Chan. 

Freq. 

(MHz)

Modulation 

type 

Conducted 

Power (dBm)

Power 

Drift (dB) 

Measured 

1g SAR 

(W/kg) 

Limits

(W/Kg)
Results

512 (Low) 1850.2 GMSK 29.38 -0.085 0.237 1.6 Pass 

661(Mid) 1880.0 GMSK 29.41 - - - - 4/29 Premier GSM 

810 (High) 1909.8 GMSK 29.51 - - - - 

512 (Low) 1850.2 GMSK 29.40 -0.011 0.246 1.6 Pass 

661(Mid) 1880.0 GMSK 29.41 - - - - 6/21 Premier GSM 

810 (High) 1909.8 GMSK 29.49 - - - - 

 
 
2 Keypad Down with Holster 2 Touch 
 

Model 

Name 

Camera 

Module 
Mode Chan. 

Freq. 

(MHz)

Modulation 

type 

Conducted 

Power (dBm)

Power 

Drift (dB) 

Measured 

1g SAR 

(W/kg) 

Limits

(W/Kg)
Results

512 (Low) 1850.2 GMSK 28.43 - - - - 

661(Mid) 1880.0 GMSK 28.46 - - - - 5/29 Premier GPRS 10 

810 (High) 1909.8 GMSK 28.64 0.003 1.01 1.6 Pass 

512 (Low) 1850.2 GMSK 28.42 - - - - 

661(Mid) 1880.0 GMSK 28.49 - - - - 6/21 Premier GPRS 10 

810 (High) 1909.8 GMSK 28.67 0.029 0.987 1.6 Pass 

 
 
 
 
 
 
 
 
 
 
 
 
 
 



3 System Performance Check Data 

 
 



 
 



4 SAR Measurement Data 

 
 



 
 
 
 
 
 
 
 



5 Calibration Data 
 

 
 



 
 



 
 



 

 



 
 



 
 



 
 



 

 



 
 


