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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss1 VHT40 / 

Chain 1 + Chain 2 + Chain 3 + Chain 4 / 5670 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss1 VHT80 / 

Chain 1 + Chain 2 + Chain 3 + Chain 4 / 5290 MHz  
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss1 VHT80 / 

Chain 1 + Chain 2 + Chain 3 + Chain 4 / 5530 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss1 VHT80 / 

Chain 1 + Chain 2 + Chain 3 + Chain 4 / 5610 MHz 

 
 



  
 
 
 

Report No.: FR541527-02AA 
 

Report Format Version: Rev. 01 Page No. : 122 of 698 

FCC ID: QXO-4411AC Issued Date : Dec. 14, 2015 
 

Straddle Channel 

26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11a / Chain 1 + Chain 2 

+ Chain 3 + Chain 4 / 5720 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss1 VHT20 / 

Chain 1 + Chain 2 + Chain 3 + Chain 4 / 5720 MHz 

 
 


