
 

No. I14Z47766-SRD01 
Page117 of 118 

 

©Copyright. All rights reserved by CTTL. 

 

Fig.A.7.2 AC Powerline Conducted Emission-Idle 
Note: The graphic result above is the maximum of the measurements for both phase line and 
neutral line. 

Final Result 1 

Frequency 

(MHz) 

QuasiPeak 

(dBμV) 

PE Line Corr. 

(dB) 

Margin 

(dB) 

Limit 

(dBμV) 

2.476500 43.7 GND L1 9.7 12.3 56.0 

2.638500 44.1 GND L1 9.7 11.9 56.0 

2.697000 43.5 GND L1 9.7 12.5 56.0 

2.710500 43.0 GND L1 9.7 13.0 56.0 

2.742000 44.4 GND L1 9.7 11.6 56.0 

2.859000 43.8 GND L1 9.7 12.2 56.0 

 

Final Result 2 

Frequency 

(MHz) 

Average 

(dBµV) 

PE Line Corr. 

(dB) 

Margin 

(dB) 

Limit 

(dBµV) 

2.472000 30.7 GND L1 9.7 15.3 46.0 

2.625000 30.0 GND L1 9.7 16.0 46.0 

2.638500 32.0 GND L1 9.7 14.0 46.0 

2.697000 32.2 GND L1 9.7 13.8 46.0 

2.742000 31.3 GND L1 9.7 14.7 46.0 

2.800500 32.9 GND L1 9.7 13.1 46.0 
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ANNEX B: Accreditation Certificate 

 
 

***END OF REPORT*** 


