
LS-134H Label黏貼主體示意

  SINGLE STATION SMOKE&HEAT ALARM           FIRE ALARM EQUIPMENT
  ALARM TEMPERATURE:57~65°C (135~140°F)
  SMOKE SENSITIVITY RANGE: 1.31 ~ 2.28%/ft
  MAX. AMBIENT TEMPERATURE : 0°C~49°C (32°F~120°F).
  THIS DETECTOR IS FOR HOUSEHOLD SMOKE DETECTION USE ONLY.

USE BATTERIES: PANASONIC CR123A

   USE OF A DIFFERENT BATTERY WILL HAVE A DETRIMENTAL EFFECT 
     ON SMOKE ALARM OPERATION  CONSTANT EXPOSURES TO HIGH 
         OR LOWTEMPERATURES OR HIGH  HUMIDITY MAY REDUCE 
             BATTERY LIFE. PUSH AND HOLD TEST BUTTON TO TEST 
                  DETECTOR WEEKLY.  REPAIR RETURN TO THE 
                         PLACE OF GlobalSat WorldCom Corporation 
                               16F., No.186, Jian 1st Rd., Jhonghe 
                                      Dist., New Taipei City , Taiwan

MODEL: LS-134H

WARNING:

SERIAL NO.: H02001

PHOTOELECTRIC SMOKE & HEAT DETECTOR

FCC ID: RID-LS134


