
CTS-HPIO-25 

 

 

 

Item Contents  

Antenna 

Type 

Port 1 Internal Multilayer monopole antenna 

Port 2 

Internal Multilayer monopole antenna 

External Dipole antenna 

Antenna 

Peak Gain 

Port 1 Internal 
2 405 ㎒ ~ 2 466㎒: 2.10 ㏈ i, 

5 727 ㎒ ~ 5 847㎒: 2.40 ㏈ i 

Port 2 

Internal 
2 405 ㎒ ~ 2 466㎒: 2.10 ㏈ i, 

5 727 ㎒ ~ 5 847㎒: 2.40 ㏈ i 

External 
2 405 ㎒ ~ 2 466㎒: 2.50 ㏈ i, 

5 727 ㎒ ~ 5 847㎒: 2.90 ㏈ i 

Manufacturer / 

Model name 

Internal TAIYO YUDEN CO., LTD. / AH104N2450D1 

External ARISTOTLE ENTERPRISES INC. / RFA-25L2M2-U-M70 

Address of manufacturer 
Internal Kyobashi East Bldg., 2-7-19, Kyobashi, Chuo-ku, Tokyo 104-0031, Japan 

External 8F, No.63, Juguang Rd, Zhonghe Dist, New Taipei City 235, Taiwan, R.O.C. 

Test Laboratory 

Internal TAIYO YUDEN CO., LTD. 

External ARISTOTLE ENTERPRISES INC. 

Internal Antenna 
Antenna Length 1.0 cm  

Antenna Width 0.4 cm 

External Antenna 
Antenna Length 6.2 cm  

Antenna Width 1.0 cm 

 

Antenna Information 
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RFA-25-L2M2-M10-N 
Specifications 
Frequency range 2400-2500MHz 5150-5875MHz 

Peak gain 2.5dBi 2.9dBi 

Average gain 1dBi 0dBi 

VSWR 2.0 : 1 Max. 

Polarization Linear, vertical 

Power handling 2W (cw) 

Impedance 50 Ω 

Connector RP SMA PLUG 

 

Environmental & Mechanical Characteristics 

Temperature -10℃ to +55℃ 

Humidity 95％ @ 25℃ 
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Radiation Pattern 
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Radiation Pattern 


