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Electrical Specifications 

 

 

 

Frequency Range(GHz) 2.4~2.5 / 4.9 ~5.85 

Gain (dBi) 

2.4GHz:   2   (typical) 
5.1GHz:   2.5 (typical) 
5.8Ghz:    2.5(typical) 

VSWR 2:0:1   Max. 

Return Loss -10db   Max. 

HPBW in Hozirontal (deg.) 360 

HPBW in Vertical (deg.)               78 (typical) 

Polarization       Linear, Vertical 

Impedance    50 Ohms (typical) 
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Mechanical Specifications 

 

 

 

Connector type SMA  PLUG  R/P (MALE-FEMALE) 

Plastic Color Black 

Coaxial Cable Type RG-178/U 

Coaxial Cable Type Light Orange 

Radome Material TPE 

Radiator Material Brass 

Working Temperature  

& Humidity 

 
-25°C - +75°C 
90% @ 25°C 
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Electronical Specification Test Report
VSWR & Return Loss for DBA-BSMA Antenna
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Electrical Specification Test Report
Antenna Radiation Pattern; DBA-BSMA Antenna
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Electrical Specification Test Report
Antenna Raditation Pattern; DBA-BSMA Antenna
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Adhensive Material Specificatoin

B-1



Adhensive Material Report
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Adhensive Material Report;
Used in DBA-SSMA Antenna
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