
RF EXPOSURE EVALUATION

1. PRODUCT INFORMATION

Product Description LR FAMILY

Model Name IDF32XXXX

FCC ID RVVELORAHL1

2. EVALUATION METHOD AND LIMIT
Human exposure to RF emissions from mobile devices (47 CFR §2.1091) may be 
evaluated based on the MPE limits adopted by the FCC for electric and magnetic field 
strength and/or power density, as appropriate, since exposures are assumed to occur at 
distances of 20 cm or more from persons.
LIMITS FOR GENERAL POPULATION / UNCONTROLLED EXPOSURE

Frequency
Range
(MHz)

E-field 
Strength (E)

(V/m)

Magnetic Field 
Strength (H)

(A/m)

Power Density
(S)

(mW/cm2)

Averaging Time
|E|2, |H|2 or S

(Minutes)

0.3 -- 1.34 614 1.63 (100)* 30

1.34 -- 30 824/f 2.19/f (180/f2)* 30

30 -- 300 27.5 0.073 0.2 30

300 -- 1500 -- -- f/1500 30

1500 -- 100,000 -- -- 1.0 30

*Note:
1. f= Frequency in MHz * Plane-wave Equivalent Power Density
2. The averaging time for General Population/Uncontrolled exposure to fixed transmitters 
is not applicable for mobile and portable transmitters. See 47 CFR §§2.1091 and 2.1093 
on source-based time-averaging requirement for mobile and portable transmitters.

S=PG/4πR² 
Where: 

S=power density 
P=power input to antenna 
G=power gain of the antenna in the direction of interest relative to an isotropic radiator 
R=distance to the center of radiation of the antenna 

　 



CALCULATION

A minimum test separation distance ≥ 20 cm is required between the antenna and 
radiating structures of the device and nearby persons to apply mobile device exposure 
limits. The distance must be at least 20 cm and fully supported by the operating and 
installation configurations of the transmitter and its antenna(s), according to the source-
based time-averaged maximum power requirements of § 2.1091(d)(2). In cases where 
cable losses or other attenuations are applied to determine compliance, the most 
conservative operating configurations and exposure conditions must be evaluated.

 Antenna Gain=0dBi (Numeric 1), π=3.14

DTS: 

FHSS: 

Note: 
1. Only the worst case recorded.

3. conclusion 

Compliance the RF exposure requirement

Frequency Output Power Output Power Power Density Power Density Limit

MHz dBm mW mW/cm2 mW/cm2

903 0.402 1.097 0.00022 0.602

Frequency Output Power Output Power Power Density Power Density Limit

MHz dBm mW mW/cm2 mW/cm2

902.3 14.239 26.54 0.0053 0.602



 

 

Conditions of Issuance of Test Reports 

1. All samples and goods are accepted by the Attestation of Global Compliance (Shenzhen) Co., Ltd (the “Company”) solely for 

testing and reporting in accordance with the following terms and conditions. The company provides its services on the basis that such 

terms and conditions constitute express agreement between the company and any person, firm or company requesting its services (the 

“Clients”).  

2. Any report issued by Company as a result of this application for testing services (the “Report”) shall be issued in confidence to the 

Clients and the Report will be strictly treated as such by the Company. It may not be reproduced either in its entirety or in part and it 

may not be used for advertising or other unauthorized purposes without the written consent of the Company. The Clients to whom the 

Report is issued may, however, show or send it, or a certified copy thereof prepared by the Company to its customer, supplier or other 

persons directly concerned. The Company will not, without the consent of the Clients, enter into any discussion or correspondence 

with any third party concerning the contents of the Report, unless required by the relevant governmental authorities, laws or court 

orders.  

3.The Company shall not be called or be liable to be called to give evidence or testimony on the Report in a court of law without its 

prior written consent, unless required by the relevant governmental authorities, laws or court orders.  

4. The non-CMA report issued by AGC is only permitted to be used by the client as internal reference use and shall not be used for 

public demonstration purpose. 

5. In the event of the improper use of the report as determined by the Company, the Company reserves the right to withdraw it, and to 

adopt any other additional remedies which may be appropriate.  

6. Samples submitted for testing are accepted on the understanding that the Report issued cannot form the basis of, or be the 

instrument for, any legal action against the Company.  

7. The Company will not be liable for or accept responsibility for any loss or damage however arising from the use of information 

contained in any of its Reports or in any communication whatsoever about its said tests or investigations.  

8.Clients wishing to use the Report in court proceedings or arbitration shall inform the Company to that effect prior to submitting the 

sample for testing.  

9. The Company is not responsible for recalling the electronic version of the original report when any revision is made to them. The 

Client assumes the responsibility to providing the revised version to any interested party who uses them. 

10. Subject to the variable length of retention time for test data and report stored hereinto as otherwise specifically required by 

individual accreditation authorities, the Company will only keep the supporting test data and information of the test report for a 

period of six years. The data and information will be disposed of after the aforementioned retention period has elapsed. Under no 

circumstances shall we provide any data and information which has been disposed of after retention period. Under no circumstances 

shall we be liable for damage of any kind, including (but not limited to) compensatory damages, lost profits, lost data, or any form of 

special, incidental, indirect, consequential or punitive damages of any kind, whether based on breach of contract of warranty, tort 

(including negligence), product liability or otherwise, even if we are informed in advance of the possibility of such damages.  
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