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12 EXHIBIT A - FCC ID LABELING AND WARNING STATEMENT 
 
12.1 Applicable Standard 
 
FCC § 2.925   Identification of equipment 
 
(a) Each equipment covered in an application for equipment authorization shall bear a nameplate or label listing the 
following: 
 
(1) FCC Identifier consisting of the two elements in the exact order specified in §2.926. The FCC Identifier shall be 
preceded by the term FCC ID in capital letters on a single line, and shall be of a type size large enough to be legible 
without the aid of magnification. 
Example:   FCC ID XXX123. XXX—Grantee Code 123—Equipment Product Code 
 
 
 
 
 
 
FCC §15.19 Labeling requirements 
 
 As per FCC §15.19 (b), products subject to authorization under a DoC should be labeled as follows: 
 
 
  
  
 
 
 
 
 
12.2 Proposed FCC ID Label  
 
 
 
 
 
 
 
 
 
 
 
 
Specifications:  Text is black or white in color and is left justified.  Labels are silk-screened and shall be 

“permanently affixed” at a conspicuous location on the EUT. 
 
 
 
 
 
 
 
 
 
 
 
 

Trade Name 
Model Number 

FCC ID: XXX-XXXXXX

FCC ID:  SARHISENSEC199A 

Model: HS-C199A 

Hisense Communication Co., Ltd. 
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12.3 Proposed Label Location on EUT 
 
 EUT Battery Compartment / Proposed Label location 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Label here 


