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Test Mode:802.11b 2437MHz Chain1 Test Mode:802.11b 2462MHz Chain1
Test Mode: 802.11g

Test Mode:802.11g 2412MHz Chain0 Test Mode:802.11g 2437MHz Chain0

Test Mode:802.11g 2462MHz Chain0 Test Mode:802.11g 2412MHz Chain1
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Test Mode:802.11g 2437MHz Chain1 Test Mode:802.11g 2462MHz Chain1
Test Mode: 802.11n HT20

Test Mode:802.11n HT20 2412MHz Chain0 Test Mode:802.11n HT20 2437MHz Chain0

Test Mode:802.11n HT20 2462MHz Chain0 Test Mode:802.11n HT20 2412MHz Chain1
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Test Mode:802.11n HT20 2437MHz Chain1 Test Mode:802.11n HT20 2462MHz Chain1
Test Mode: 802.11n HT40

Test Mode:802.11n HT40 2422MHz Chain0 Test Mode:802.11n HT40 2437MHz Chain0

Test Mode:802.11n HT40 2452MHz Chain0 Test Mode:802.11n HT40 2422MHz Chain1
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Test Mode:802.11n HT40 2437MHz Chain1 Test Mode:802.11n HT40 2452MHz Chain1
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Transmitter Power Spectral Density

Test Mode Antenna Tones
Power Density(dBm/3KHz)

Channel No.1 Channel No.6 Channel No.11
2412MHz 2437MHz 2462MHz

802.11b Chain0 NA -7.477 -7.761 -8.289
802.11b Chain1 NA -7.344 -7.830 -7.585
802.11g Chain0 NA -10.655 -10.980 -10.966
802.11g Chain1 NA -10.915 -10.618 -9.313

802.11n HT20 Chain0 NA -13.798 -13.248 -13.649
802.11n HT20 Chain1 NA -13.160 -14.003 -14.033
802.11n HT20 MIMO NA -10.457 -10.599 -10.826

Test Mode Antenna Tones
Power Density(dBm/3KHz)

Channel No.3 Channel No.6 Channel No.9
2422MHz 2437MHz 2452MHz

802.11n HT40 Chain0 NA -17.513 -17.528 -17.933
802.11n HT40 Chain1 NA -17.489 -17.864 -17.310
802.11n HT40 MIMO NA -14.491 -14.682 -14.600
Test Mode: 802.11b

Test Mode:802.11b 2412MHz Chain0 Test Mode:802.11b 2437MHz Chain0

Test Mode:802.11b 2462MHz Chain0 Test Mode:802.11b 2412MHz Chain1
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Test Mode:802.11b 2437MHz Chain1 Test Mode:802.11b 2462MHz Chain1
Test Mode: 802.11g

Test Mode:802.11g 2412MHz Chain0 Test Mode:802.11g 2437MHz Chain0

Test Mode:802.11g 2462MHz Chain0 Test Mode:802.11g 2412MHz Chain1
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Test Mode:802.11g 2437MHz Chain1 Test Mode:802.11g 2462MHz Chain1
Test Mode: 802.11n HT20

Test Mode:802.11n HT20 2412MHz Chain0 Test Mode:802.11n HT20 2437MHz Chain0

Test Mode:802.11n HT20 2462MHz Chain0 Test Mode:802.11n HT20 2412MHz Chain1
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