
To comply with 15.202 requirements for client devices, the Sonos PLAY:1 are programed at the factory 

for a specific geographic location or region code. The wireless LAN operating parameters such as 

available channels and transmit power levels are set based on the region code. Periodic system software 

updates cannot change the region code or wireless LAN operating parameters. The PLAY:1 is protected 

with a cryptographic signature, which prevents the loading of unauthorized software. 

 

The following channel plan for devices marketed with the SBVRM009 on the label. 

 

Channel  Frequency MHz  Mode(s)  Scanning  Ad‐Hoc support 

1 – 11  2412 – 2462   802.11b/g/n (HT20)  Active  None 

1 ‐ 11  2422 – 2452   802.11n (HT40) 
Channels and Modes are not Supported 

12, 13  2467, 2472   802.11b/g/n (HT20) 

              

36 ‐ 48  5180‐5240   802.11n (HT20)  Passive  None 

38 ‐ 46  5190‐5230  802.11n (HT40)  Mode Not Supported 

52 ‐ 64  5260‐5320   802.11n (HT20)  Passive  None 

54 ‐ 62  5270‐5310  802.11n (HT40)  Mode Not Supported 

100 ‐ 140  5500‐5700   802.11n (HT20)  Passive  None 

102 ‐ 134  5510‐5670   802.11n (HT40)  Mode Not Supported 

149 ‐ 165  5745‐5825   802.11n (HT20)  Passive  None 

151 ‐ 159  5755‐5795   802.11n (HT40)  Mode Not Supported 

 


