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1. Radiated RF-Measurements Set-up 

1.1. Radiated Field Strength Emissions – 9 kHz to 30 MHz 
 

 

Photograph 1: Overall View  

 

Photograph 2: Close View 
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1.2. Radiated Field Strength Emissions - 30 MHz to 960 MHz 
 

 

Photograph 3: Overall View 
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1.3. Radiated Field Strength Emissions – 1 GHz – 18 GHz  
 

 

Photograph 4: Overall View 

 

  

Photograph 5: Close View 
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1.4. Radiated Field Strength Emissions –18000 MHz – 25  MHz  
 

 

Photograph 6: Overall View 
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Photograph 7: Close View 
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2. Conducted RF-Measurements Set-Up 

2.1. Duty-Cycle of EUT 

 

Photograph 8: Overall View 

 

 

Photograph 9: Close View 
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2.2.  99% Occupied Bandwidth 
 

See chapter 2.1. 

 



Annex 4 to Test Report 18-1-0000401T02a-C1, Page 10 of 11   

 

CETECOM_TR18_1_0000401T02a-C1-A4 

2.3. Conducted RF-power (Peak) 
 

 

Photograph 10: Overall View 

 

 

Photograph 11: Close View 
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2.4.  Power Spectral Density 
 

See chapter 2.3. 

 

2.5.  20dBc Emissions (conducted) 
 

See chapter 2.3. 

 

 

 


