
DRAFT

DRAFTDisconnect all AC Power before opening
Deconnecter ie courant avant d'ouvrir

Input Power:	 	 120V, 60Hz, 125mA
	 	 	 277V, 60Hz, 125mA

This device complies with part 15 of the FCC Rules.
Operation is subject to the following two conditions:

(1) 	 This device may not cause harmful interference and
(2)	 This device must accept any interference received,
	 including interference that may cause undesired operation,

This Class B digital apparatus complies woth Canadian ICES-003.
Cet appereil numerique de le Classe B est conforme e la norme
	 	 NMB-003 du Canada. 	

IC ID:	 23814-GATEWAY 
FCC ID:	SCR-GATEWAY
MODEL: GATEWAY

Measuring Equipment
	    XXXX

GATEWAY

REGULATORY LABEL
Title:

Size Rev
N/A DRAFT

NOTE 1:	 This is an initial draft and is subject to minor
	 	 changes. 

NOTE 2:	 This document contains confidential information which 
	 	 is proprietary to Triacta Power Solutions LP.  No part 
	 	 of its contents may be used, copied, disclosed or conveyed 
	 	 to any party in any manner whatsoever without prior written 
	 	 permission from Triacta Power Solutions LP.

	 	 CONFIDENTIAL © Copyright 2018, Triacta Power Solutions LP
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