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 Plot 2: GSM850, Back Upward, High 
Type: Phone measurement   

Date of measurement: 17/11/2015 

Measurement duration: 7 minutes 12 seconds 

Mobile Phone IMEI number: -- 

 

A. Experimental conditions. 

Area Scan dx=8mm dy=8mm 

ZoomScan 5x5x7,dx=8mm dy=8mm dz=5mm  

Phantom Validation plane 

Device Position Back 

Band GSM850 

Channels 251 

Signal GSM(Duty cycle: 1:8) 

B. SAR Measurement Results 

E-Field Probe SATIMO SN_04/13_EP166 

Frequency (MHz) 848.8 

Relative permittivity (real part)  55.32 

Relative permittivity (imaginary part)  20.12 

Conductivity (S/m) 0.95 

Variation (%)  -1.75 

ConvF: 5.82 

 

SURFACE SAR VOLUME SAR  

  
Maximum location: X=-8.00, Y=-2.00 

SAR Peak: 0.29 W/kg 

SAR 10g (W/Kg)  0.169139 

SAR 1g  (W/Kg) 0.218907 
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 Plot 3: GPRS850, Back Upward, High 

Type: Phone measurement   

Date of measurement: 17/11/2015 

Measurement duration: 7 minutes 08 seconds 

Mobile Phone IMEI number: -- 

 

A. Experimental conditions. 

Area Scan dx=8mm dy=8mm 

ZoomScan 5x5x7,dx=8mm dy=8mm dz=5mm  

Phantom Validation plane 

Device Position Back 

Band GSPRS850_3Tx 

Channels 251 

Signal GPRS(Duty cycle: 1:2.67) 

B. SAR Measurement Results 

E-Field Probe SATIMO SN_04/13_EP166 

Frequency (MHz) 848.8 

Relative permittivity (real part) 55.32 

Relative permittivity (imaginary part) 20.12 

Conductivity (S/m) 0.95 

Variation (%) -0.41 

ConvF: 5.82 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=-1.00, Y=7.00 

SAR Peak: 0.20 W/kg 

SAR 10g (W/Kg)  0.145830 

SAR 1g  (W/Kg) 0.176531 
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 Plot 4: GSM1900, Left Cheek, Middle 

Type: Phone measurement   

Date of measurement: 14/11/2015 

Measurement duration: 7 minutes 03 seconds 

Mobile Phone IMEI number: -- 

A. Experimental conditions. 

Area Scan dx=8mm dy=8mm 

ZoomScan 5x5x7,dx=8mm dy=8mm dz=5mm  

Phantom Left head 

Device Position Cheek 

Band GSM1900 

Channels 661 

Signal GSM (Duty cycle: 1:8) 

B. SAR Measurement Results 

E-Field Probe SATIMO SN_04/13_EP166 

Frequency (MHz) 1880.0 

Relative permittivity (real part) 39.85 

Relative permittivity (imaginary part) 13.17 

Conductivity (S/m) 1.39 

Variation (%) -3.24 

 

 

ConvF: 5.25 

 

SURFACE SAR VOLUME SAR 

  

 

 

 

Maximum location: X=-56.00, Y=-53.00 

SAR Peak: 0.11 W/kg 

SAR 10g (W/Kg) 0.073852 

SAR 1g  (W/Kg) 0.095244 
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 Plot 5: GSM1900, Back Upward, Middle 

Type: Phone measurement   

Date of measurement: 18/11/2015 

Measurement duration: 6 minutes 52 seconds 

Mobile Phone IMEI number: -- 

A. Experimental conditions. 

Area Scan dx=8mm dy=8mm 

ZoomScan 5x5x7,dx=8mm dy=8mm dz=5mm  

Phantom Validation plane 

Device Position Back 

Band GSM1900 

Channels 661 

Signal GSM (Duty cycle: 1:8) 

B. SAR Measurement Results 

E-Field Probe SATIMO SN_04/13_EP166 

Frequency (MHz) 1880.0 

Relative permittivity (real part) 53.14 

Relative permittivity (imaginary part) 14.40 

Conductivity (S/m) 1.52 

Variation (%) -4.84 

 

 

ConvF: 5.43 

 

SURFACE SAR VOLUME SAR 

 

 

 

 
Maximum location: X=-1.00, Y=61.00 

SAR Peak: 0.13 W/kg 

SAR 10g (W/Kg) 0.055371 

SAR 1g  (W/Kg) 0.088670 
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 Plot 6: GPRS1900, Back Upward, High 

Type: Phone measurement   

Date of measurement: 18/11/2015 

Measurement duration: 6 minutes 50 seconds 

Mobile Phone IMEI number: -- 

A. Experimental conditions. 

Area Scan dx=8mm dy=8mm 

ZoomScan 5x5x7,dx=8mm dy=8mm dz=5mm  

Phantom Validation plane 

Device Position Back 

Band GPRS1900_3Tx 

Channels 810 

Signal GPRS (Duty cycle: 1:2.67) 

B. SAR Measurement Results 

E-Field Probe SATIMO SN_04/13_EP166 

Frequency (MHz) 1909.8 

Relative permittivity (real part) 53.14 

Relative permittivity (imaginary part) 14.40 

Conductivity (S/m) 1.52 

Variation (%) 1.91 

 

 

ConvF: 5.43 

 

SURFACE SAR VOLUME SAR 

 

 

 

 

Maximum location: X=-20.00, Y=-58.00 

SAR Peak: 0.13 W/kg 

SAR 10g (W/Kg) 0.063956 

SAR 1g  (W/Kg) 0.091803 



Report No. SET2015-16624 

CCIC-SET/T-I (00)                                                                           Page 81 of 193 

 Plot 7: WCDMA1900, Left Cheek, Middle 

Type: Phone measurement   

Date of measurement: 14/11/2015 

Measurement duration: 7 minutes 31 seconds 

Mobile Phone IMEI number: -- 

 

A. Experimental conditions. 

Area Scan dx=8mm dy=8mm 

ZoomScan 5x5x7,dx=8mm dy=8mm dz=5mm  

Phantom Validation plane 

Device Position Left head 

Band Cheek 

Channels 9400 

Signal WCDMA (Duty cycle: 1:1) 

 

B. SAR Measurement Results 

E-Field Probe SATIMO SN_04/13_EP166 

Frequency (MHz) 1880.0 

Relative permittivity (real part) 39.85 

Relative permittivity (imaginary 

part) 

13.17 

Conductivity (S/m) 1.39 

Variation (%) 4.64 

ConvF: 5.25 

 

SURFACE SAR VOLUME SAR 

 

 

 

 

Maximum location: X=-56.00, Y=-43.00 

SAR Peak: 0.36 W/kg 

SAR 10g (W/Kg) 0.111146 

SAR 1g  (W/Kg) 0.186917 
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 Plot 8: WCDMA1900, Back Upward, Middle 

Type: Phone measurement   

Date of measurement: 18/11/2015 

Measurement duration: 7 minutes 33 seconds 

Mobile Phone IMEI number: -- 

 

A. Experimental conditions. 

Area Scan dx=8mm dy=8mm 

ZoomScan 5x5x7,dx=8mm dy=8mm dz=5mm  

Phantom Validation plane 

Device Position Back Upawrd 

Band Band2_WCDMA1900 

Channels 9400 

Signal WCDMA (Duty cycle: 1:1) 

B. SAR Measurement Results 

E-Field Probe SATIMO SN_04/13_EP166 

Frequency (MHz) 1880.0 

Relative permittivity (real part) 53.14 

Relative permittivity (imaginary 

part) 

14.40 

Conductivity (S/m) 1.52 

Variation (%) 2.94 

ConvF: 5.43 

 

SURFACE SAR VOLUME SAR 

  

Maximum location: X=-7.00, Y=9.00 

SAR 10g (W/Kg) 0.147457 

SAR 1g  (W/Kg) 0.176358 
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 Plot 9: WCDMA1900, Edge C, Middle 

Type: Phone measurement   

Date of measurement: 18/11/2015 

Measurement duration: 7 minutes 37 seconds 

Mobile Phone IMEI number: -- 

 

A. Experimental conditions. 

Area Scan dx=8mm dy=8mm 

ZoomScan 5x5x7,dx=8mm dy=8mm dz=5mm  

Phantom Validation plane 

Device Position Edge C 

Band Band2_WCDMA1900 

Channels 9400 

Signal WCDMA (Duty cycle: 1:1) 

B. SAR Measurement Results 

E-Field Probe SATIMO SN_04/13_EP166 

Frequency (MHz) 1880.0 

Relative permittivity (real part) 53.14 

Relative permittivity (imaginary 

part) 

14.40 

Conductivity (S/m) 1.52 

Variation (%) 2.94 

ConvF: 5.43 

 

SURFACE SAR VOLUME SAR 

 

 

 

 
Maximum location: X=0.00, Y=-63.00 

SAR Peak: 0.22 W/kg 

SAR 10g (W/Kg) 0.166846 

SAR 1g  (W/Kg) 0.218842 
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 Plot 10: WCDMA1700, Left Cheek, High 

Type: Phone measurement   

Date of measurement: 23/09/2015 

Measurement duration: 7 minutes 22 seconds 

Mobile Phone IMEI number: -- 

 

A. Experimental conditions. 

Area Scan dx=8mm dy=8mm 

ZoomScan 5x5x7,dx=8mm dy=8mm dz=5mm  

Phantom Validation plane 

Device Position Left head 

Band Cheek 

Channels 1513 

Signal WCDMA (Duty cycle: 1:1) 

 

B. SAR Measurement Results 

E-Field Probe SATIMO SN_04/13_EP166 

Frequency (MHz) 1752.6 

Relative permittivity (real part) 39.75 

Relative permittivity (imaginary 

part) 

13.90 

Conductivity (S/m) 1.39 

Variation (%) 4.64 

ConvF: 4.75 

 

SURFACE SAR VOLUME SAR 

 

 

 

 

Maximum location: X=-57.00, Y=-58.00 

SAR Peak: 0.05 W/kg 

SAR 10g (W/Kg) 0.014604 

SAR 1g  (W/Kg) 0.028432 
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 Plot 16: LTE Band4, 20MHz, Left Cheek, Middle 

Type: Phone measurement   

Date of measurement: 14/11/2015 

Measurement duration: 7 minutes 31 seconds 

Mobile Phone IMEI number: -- 

A. Experimental conditions. 

Area Scan dx=8mm dy=8mm 

ZoomScan 5x5x7,dx=8mm dy=8mm dz=5mm  

Phantom Validation plane 

Device Position Left head 

Band Cheek 

Channels 20175 

Signal LTE (Duty cycle: 1:1) 

 

B. SAR Measurement Results 

E-Field Probe SATIMO SN_04/13_EP166 

Frequency (MHz) 1732.5 

Relative permittivity (real part) 39.75 

Relative permittivity (imaginary 

part) 

13.90 

Conductivity (S/m) 1.39 

Variation (%) -1.18 

ConvF: 4.75 

 

SURFACE SAR VOLUME SAR 

 

 

 

 

Maximum location: X=-60.00, Y=-58.00 

 

SAR 10g (W/Kg) 0.013377 

SAR 1g  (W/Kg) 0.025138 

 


