
 
 
 
 
 
 
 
 
 

 
④Power ON/OFF 
Power ON. press and hold the Power Button until you see the Kaissen 
logo on the display. 
If your device is unresponsive, plug in your device and let it charge. 
Power OFF. press and hold the Power Button until you see “Power Off?”. 
Then, press the Select Button to turn off 

 
 

折页 
折好尺寸: 80*100mm，公差: +0.5mm 
单色印刷，材质: 书纸 
 
 

Charging 
MIC Type-C Contacts 

①Install Card Reader 
Remove locking screw Connect the USB cable to the card reader Press 
the Card reader into the device Locking screw 
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KT-570 can improving customer experience and enhancing the flow of 
business, whether in line or at the table. 
Its open Android platform and developer-friendly SDK allows for 
custom apps and services tailored for your business’s needs. Unlock 
your business’s potential by exploring KT-570’s features. 

③Install Clip (optional) 
Installation: 
Press the clip post firmly into the hole on the back of the device until 
you hear a “click”. 

②Install Battery Pack 
Installation: Press the Battery Pack into the device as shown below. 



FCC Regulations: 

 This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not 

cause harmful interference, and (2) this device must accept any interference received, including interference that may cause 

undesired operation. 

 This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC 

Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This 

equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, 

may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a 

particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by 

turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures: 

—Reorient or relocate the receiving antenna. 

—Increase the separation between the equipment and receiver. 

—Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

—Consult the dealer or an experienced radio/ TV technician for help. 

 Changes or modifications not expressly approved by the manufacturer could void the user’s authority to operate the equipment. 

FCC  RF Exposure Warning Statements: 

The antenna(s) used for this transmitter must be installed to provide a separation distance of at least  20 cm from all persons during the 

normal operations. 

For the product screen, During use, the human body will not touch the screen for a long time 

 


