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1 CO-LOCATION  

1.1 Antenna Information 

Antenna General Information 

No. Ant. Cat. Ant. Type 
Gain (dBi) 

Cable Length (m)
2.4 GHz 5 GHz 

1 External OMNI 2 4 - 

2 External OMNI 2.3 5 0.8 

3 External OMNI 2.3 3.5 3.1 

Note 1:  
For 2.4GHz: The EUT was pre-tested Antenna 2 and Antenna 3 because the gain of Antenna 2 and Antenna 
3 is the same and higher than Antenna 1 among those Antennas. Next, comparing the cable length of 
Antenna 2 and Antenna 3, the worst case of Radiation Emission below 1GHz was Antenna 3 and the worst 
case of Radiation Emission above 1GHz was Antenna 2.For 5GHz: The following test Antenna was referring 
to 2.4GHz pretested worst case “Antenna 2” for 5GHz final test. 
Note 2:  
11a/n/ac only includes 2TX/2RX to emission. IEEE 802.11a/n/ac has the CDD function. 
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1.2 The Worst Case Measurement Configuration 

The Worst Case Mode for Following Conformance Tests 

Tests Item Transmitter Radiated Unwanted Emissions 

Test Condition Radiated measurement 
If EUT consist of multiple antenna assembly (multiple antenna are used in 
EUT regardless of spatial multiplexing MIMO configuration), the radiated 
test should be performed with highest antenna gain of each antenna type. 

User Position 

 EUT will be placed in fixed position.  

 EUT will be placed in mobile position and operating multiple positions. EUT 
shall be performed three orthogonal planes.  

 EUT will be a hand-held or body-worn battery-powered devices and 
operating multiple positions. EUT shall be performed three orthogonal 
planes. 

Operating Mode Operating Mode Description 

1 Module1 2TX 2437MHz 11g + Module2 2TX 5260MHz 11ac20M (ANT2) 

2 Module1 2TX 5260MHz 11ac20M + Module2 2TX 2437MHz 11g (ANT2) 

3 Module1 2TX 5300MHz 11ac20M + Module2 2TX 5260MHz 11ac20M (ANT2) 

4 Module1 2TX 2437MHz 11g + Module2 2TX 5260MHz 11ac20M (ANT3) 

5 Module1 2TX 5260MHz 11ac20M + Module2 2TX 2437MHz 11g (ANT3) 

6 Module1 2TX 5300MHz 11ac20M + Module2 2TX 5260MHz 11ac20M (ANT3) 

For below 1GHz : Operating mode 4~6 was the worst case and it was recorded in this test report. 

For above 1GHz: Operating mode 1~3 was the worst case and it was recorded in this test report. 

Modulation Mode 11a, HT20, HT40, VHT20, VHT40, VHT80 

Orthogonal Planes of 
EUT 

X Plane  Y Plane 

 

Worst Planes of EUT V  
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1.3 Transmitter Radiated Unwanted Emissions 

1.3.1 Transmitter Radiated Unwanted Emissions Limit 

Restricted Band Emissions Limit 

Frequency Range (MHz) Field Strength (uV/m) Field Strength (dBuV/m) Measure Distance (m)

0.009~0.490 2400/F(kHz) 48.5 - 13.8 300 

0.490~1.705 24000/F(kHz) 33.8 - 23 30 

1.705~30.0 30 29 30 

30~88 100 40 3 

88~216 150 43.5 3 

216~960 200 46 3 

Above 960 500 54 3 

Note 1: Test distance for frequencies at or above 30 MHz, measurements may be performed at a distance 
other than the limit distance provided they are not performed in the near field and the emissions to 
be measured can be detected by the measurement equipment. When performing measurements at 
a distance other than that specified, the results shall be extrapolated to the specified distance using 
an extrapolation factor of 20 dB/decade (inverse of linear distance for field-strength measurements, 
inverse of linear distance-squared for power-density measurements). 

Note 2: Test distance for frequencies at below 30 MHz, measurements may be performed at a distance 
closer than the EUT limit distance; however, an attempt should be made to avoid making 
measurements in the near field. When performing measurements below 30 MHz at a closer distance 
than the limit distance, the results shall be extrapolated to the specified distance by either making 
measurements at a minimum of two or more distances on at least one radial to determine the proper 
extrapolation factor or by using the square of an inverse linear distance extrapolation factor (40 
dB/decade). The test report shall specify the extrapolation method used to determine compliance of 
the EUT. 

 

Un-restricted Band Emissions Limit 

RF output power procedure Limit (dB) 

Peak output power procedure 20 

Average output power procedure 30 

Note 1: If the peak output power procedure is used to measure the fundamental emission power to 
demonstrate compliance to requirements, then the peak conducted output power measured within 
any 100 kHz outside the authorized frequency band shall be attenuated by at least 20 dB relative to 
the maximum measured in-band peak PSD level. 

Note 2: If the average output power procedure is used to measure the fundamental emission power to 
demonstrate compliance to requirements, then the power in any 100 kHz outside of the authorized 
frequency band shall be attenuated by at least 30 dB relative to the maximum measured in-band 
average PSD level. 

1.3.2 Measuring Instruments 

Refer a test equipment and calibration data table in this test report. 
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1.3.4 Test Setup 

Transmitter Radiated Unwanted Emissions (below 1GHz) 

 
Magnetic field tests shall be performed in the frequency range of 9 kHz to 30 MHz using a 
calibrated loop antenna. Electric field tests shall be performed in the frequency range of 30 MHz 
to 1000 MHz using a calibrated bi-log antenna. 

 
Transmitter Radiated Unwanted Emissions (Above 1GHz) 

Electric field tests shall be performed in the frequency range of 1 GHz to 10th harmonic of 
highest fundamental frequency or 40 GHz using a calibrated horn antenna. 

1.3.5 Transmitter Radiated Unwanted Emissions (Below 30MHz) 

All amplitude of spurious emissions that are attenuated by more than 20 dB below the permissible value has 
no need to be reported. 
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1.3.6 Results of Radiated Emissions (30MHz~1GHz)  

Transmitter Radiated Unwanted Emissions (Below 1GHz) 

Operating Mode 4 Polarization V 

 

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit. 
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.) 
Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical) 
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Transmitter Radiated Unwanted Emissions (Below 1GHz) 

Operating Mode 4 Polarization H 

 

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit. 
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.) 
Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical) 
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Transmitter Radiated Unwanted Emissions (Below 1GHz) 

Operating Mode 5 Polarization V 

 

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit. 
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.) 
Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical) 



 
 

  

FCC Test Report Report No. : FR570330-01

 

SPORTON INTERNATIONAL INC. Page No. : 9 of 18 

TEL : 886-3-327-3456 Report Version : Rev. 01  

FAX : 886-3-327-0973    

 

 

Transmitter Radiated Unwanted Emissions (Below 1GHz) 

Operating Mode 5 Polarization H 

 

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit. 
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.) 
Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical) 
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Transmitter Radiated Unwanted Emissions (Below 1GHz) 

Operating Mode 6 Polarization V 

 

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit. 
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.) 
Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical) 


















