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MANUAL SBPSMWBAT code 15-029-671 / 010319 

150cm (5
9") 250 cm (98.4")

SBPSMWBAT + SBPWSHA

SBPSMWBAT + SBPWSHB

150 cm (5
9")

250 cm (98.4")

IP20

IP67

-40°C to +75°C
(-40°F to 167°F)

-50°C to +30°C
(-58°F to 86°F)4x M3*16 T10

89.4mm (3.51 ")

30.5mm (1.37")

60-90% 80-95% 60-90% 0-10% 70-90%

SBPSMWBAT



Instruction 
Manual

http://www.carlogavazzi.com/ CARLO GAVAZZI

SIN 255.255.255/999.999

Attach here the label
Appliquer l’étiquette ici
Pegue la etiqueta aquí
Applicare qui l’etichetta
Befestigen Sie hier das Label
Vedhæft etiketten her
Fäst här etiketten
Fest her etiketten
Bevestig hier het label

Write here the location
Ecrivez ici l’emplacement
Escriba aquí la ubicación
Scrivi qui la posizione
Schreiben Sie hier die Position 
Skriv placeringen her
Skriv här för den plats
Skriv her er plasseringen
Schrijf hier de locatie

WiDUP 2.4GHz

Compliant with:
FCC Rule part 15C;
IC RSS-247 Issue 2, RSS-GEN Issue 5, RSS-102 Issue 5;
RED Directive

SBPSMWBAT

MANUAL SBPSMWBAT code 15-029-671 / 010319

SBPSMWBAT

REPEATER

1

ISED Canada Statement:

This device complies with ISED’s license-exempt RSSs. Operation is subject to the following two conditions:
(1) this device may not cause harmful interference, and
(2) this device must accept any interference received, including interference that may cause undesired operation.
Le présent appareil est conforme aux CNR d’Industrie Canada applicables aux appareils radio exempts de licence. L’exploitation est autorisée aux deux conditions suivantes : 
(1) l’appareil ne doit pas produire de brouillage, et
(2) l’utilisateur de l’appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d’en compromettre le fonctionnement.

The device should be located at a distance of at least 20 cm from all persons during normal operation. The antennas used for this product must not be co-located or operated 
in conjunction with any other antenna or transmitter.
Le dispositif doit être placé à une distance d’au moins 20 cm à partir de toutes les personnes au cours de son fonctionnement normal. Les antennes utilisées pour ce produit 
ne doivent pas être situés ou exploités conjointement avec une autre antenne ou transmetteur.

FCC Statement:

This equipment has been tested and found to comply with the limits for a class B digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide 
reasonable protection against harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency energy and if not installed and 
used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a 
particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the 
user is encouraged to try to correct the interference by one or more of the following measures:
-Reorient or relocate the receiving antenna
-Increase the separation between the equipment and receiver
-Connect the equipment into an outlet on a circuit different from that to which the receiver is connected
-Consult the dealer or an experienced radio/TV technician for help.

Radiation Exposure Statement for FCC:
This device complies with FCC radiation exposure limits for an uncontrolled environment. This device shall be installed and operated with a minimum distance of 20 cm 
between users or bystanders and the device.
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