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902 MHz - 928 MHz PCB Notch -1 dB Antenna 
 

 

SPECIFICATIONS 

Specification Value 

Peak Gain  -1.5 dBi 

Average Gain > - 3.7 dBi 

Impedance 50 ohms, Nominal 

Type PCB Trace Notch 

Polarization Linear Vertical 

VSWR ≤3.0：1, Maximum  

Frequency 902 - 928MHz 

Size 60 ×16 mm 

Operating Temp -40°C to +85°C 

Table 1 Specifications

  



 915 MHz PCB Notch Antenna  
Datasheet 

The information in this document is subject to change without notice. 
Confirm the data is current by downloading the latest revision from www.lsr.com. 
 
330-0248-R0.1  Copyright © 2017 LSR Page 2 of 3 

MATCHING CURCUIT 

 

Components 

R13 = NP 
C16 = 13nH ± 2% MFG PN:  LQW15AN13NG80D 
R19 = NP  
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CONTACTING LS RESEARCH 

Headquarters LS Research, LLC 
 W66 N220 Commerce Court 
 Cedarburg, WI 53012-2636 
 USA 
 Tel: 1(262) 375-4400 
 Fax: 1(262) 375-4248 

Website www.lsr.com 

Technical Support forum.lsr.com 

Sales Contact sales@lsr.com 
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