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Step 4: Connect the mobile device to C1 USB port via micro‐USB cable. 

4. Powering on C1 

    Press the power button once to check the current battery level. Press once and then press again and 

hold for 2 seconds to power on the C1. (Repeat the above steps again to power off the C1)   

Ready to Fly   

1. Place the aircraft on flat ground in an open place with rear LED flight indicators facing you, and then 

power on the C1 and aircraft. 

2. Connect C1 and mobile device. 

3. Launch DJI App, make sure the GPS mode has been selected. 

4. Calibrating Compass 

    Always calibrate compass before your flight.   

Step  1: Go  into  the App  camera GUI  and  tap  the  button,  select  “calibrate  compass”  to  start  the 

process, the rear LED flight indicator will be solid blue at this time.   

Step 2: Hold aircraft horizontally then rotate 360° around the center axis until rear LED flight indicator 

will be solid green. 

Step 3: Hold aircraft vertically with nose pointing to the ground, rotate 360° around the center axis until 

rear LED flight indicator will be blink purple. The process is completed.   

If rear LED flight indicator is solid red, calibration has failed. Re‐calibrate by repeating step 1‐3. 

 
 

5. Description of rear LED indicator   

      Blinking purple：GPS〉＝6 or hover assistant is functioning，it is safe for flight. 

      Blinking yellow: No GPS protection. 

      Blinking red: System error occurs.   

 

* Refer to Appendix for more information. 

 

6. Go into the camera GUI and tap check list, ensure everything is functioning normal. 



 

Flight 

1. Taking  off：Start motors  by pulling  both  control  sticks  to  the  bottom  corners. Release  sticks  once 

motors start. Slowly push the left(throttle) stick up to take off. 

                     
    Landing：Switch  the  transformation  switch  to  lower  position  before  landing. Gently  pull  the  left 

(throttle) stick down to  lower the aircraft until  it touches the ground. When  landing on the ground, 

pull the throttle stick to the bottom, then pull both sticks to bottom corners to stop motors. Power off 

the aircraft prior to power off the C1. 

 

2. C1 Operation 
      This section explains how to use the various features of the C1.   
C1 

(Mode 2) 
Aircraft 

( indicates nose direction)
Remarks   

 

 

Moving  the  left  stick  up  and  down  changes  the 
aircraft’s elevation. 
Push the stick up to ascend and down to descend. 
Push the throttle stick up to takeoff. 
When  both  sticks  are  centered,  the DJI  Inspire  1 
will hover in place.   
The more the stick is pushed away from the center 
position,  the  faster  the DJI  Inspire  1 will  change 
elevation. Always push the stick gently to prevent 
sudden and unexpected elevation changes. 

 

 

Moving the left stick to the left or right controls the 
rudder and rotation of the aircraft. 
Push  the  sick  left  to  rotate  the  aircraft  counter 
clock‐wise,  and push  the  stick  right  to  rotate  the 
aircraft  clockwise.  If  the  stick  is  centered,  the DJI 
Inspire 1 will stay facing its current direction.   
The more the stick is pushed away from the center 
position, the faster the DJI Inspire 1 will rotate.

 

 

Moving  the  right stick up and down changes  the 
aircraft’s forward and backward pitch.   
Push  the stick up  to  fly  forward and down  to  fly 
backward. The DJI Inspire 1 will hover in place if 
the stick is centered.   
Push  the  stick  further  away  from  the  center 
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Specifications   

Battery   

Model    (Standard)  TB47 
Voltage    22.2V 
Energy  99.9Wh 
Net Weight  570g 
Model  （Option）  TB48 
Voltage    22.8V 
Energy  129.96Wh 
Net Weight  570g 
Charger (Standard)   
Output Power    100W 
Charging Time  85min for 4500mAh; 103 min for 5700mAh 
Charger (Option)   
Output Power    180W 
Charging Time  49min for 4500mAh; 56 min for 5700mAh 
Camera     
Operating Temperature  0℃  to 40℃ 
Resolution  1240M     
FOV  （Field of View）  94° 
CMOS    1/2.3” 

Lens 
F/2.8（21mm equivalent） 

Anti‐distortion filter   

Shooting Mode 

Single shoot 

Burst shoot（BURST：3/5/7 frames per second，AEB：3/5 frames 

per second，0.7EV Bias） 

Time lapsed 

HD Recording Mode 

UHD：4096x2160p24/25，3840x2160p24/25/30 

FHD：1920x1080p24/25/30/48/50/60 

HD：1280x720p24/25/30/48/50/60 

Supported File Format 

FAT32/exFAT 

Photo format：JPEG，DNG 

Video format：MP4/MOV（MPEG‐4 AVC/H.264） 

Support SD Card Types  SD/SDHC/SDXC Micro SD 

GL658A     

Operating Frequency   
2.404GHz~2.480GHz 
 5.738GHz~5.808GHz  

Transmitting Distance
(outdoor and  
unobstructed） 

2km or above 

Receiver（1%PER）  ‐93dBm 



Working Current / Voltage  1.2A@7.4V 
Battery capacity    6000mAH 
Optical Flow   
Sensor Frequency 
Velocity Range 
Altitude Range 

 

50HZ 

<8m/s ( 2m above ground) 

5cm‐500cm 
 

Operating Environment Rich pattern surface with adequate lighting (Lux > 15) 
 Operating Range 0‐2.5m 
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Standard Logo 

 

 

 



DJI Inspire 1 should be installed and operated with minimum distance 20cm between the radiator& your body.

DJI Inspire 1 should be installed and operated with minimum distance 20cm between the radiator& your body.


