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1. eneral Information 
 
1.1. Testing Laboratory 

DT&C Co., Ltd. 
FCC test site number 165783 
42, Yurim-ro, 154beon-gil, Cheoin-gu, Yongin-si, Gyeonggi-do, Korea 449-935 
www.dtnc.net 
Telephone : + 82-31-321-2664 
FAX : + 82-31-321-1664 

 
 
1.2. Details of Applicant 

Applicant : BLUEBIRD INC. 

Address : (Dogok-dong, SEI Tower 13,14) 39, Eonjuro30-gil, Gangnam-gu, Seoul, South 
Korea 

Contact person : Jaeho Lee 
 
 
1.3. Description of EUT 

FCC Equipment Class Low Power Communications Device Transmitter(DXX) 

EUT Enterprise Handheld Computer 

Model Name EF400 

Serial Number Identical prototype 

Hardware version Rev0.2 

Software version R1.03 

Power Supply Li-ion Battery: DC 3.8 V 

Frequency Band 13.56 MHz 

Modulation Type ASK 

Channel(s) 1 

Antenna type Loop Antenna 

 
 
 
 
  

http://www.dtnc./
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4.2 Transmitter requirements 

 
4.2.1 20dB bandwidth 

 
- Procedure: 

The 20 dB Bandwidth is measured with a spectrum analyzer connected via a receive antenna placed near the EUT 
while the EUT is operating in transmission mode. 

 
 
- Measurement Data: Comply 
 

 
 
 
 
 
 
 
- Minimum Standard: NA 
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4.2.2 Occupied bandwidth 

 
- Procedure: 

The transmitter shall be operated at its maximum carrier power measured under normal test conditions. 
The span of the analyzer shall be set to capture all products of the modulation process, including the emission skirts. 
The resolution bandwidth (RBW) shall be in the range of 1 % to 5 % of the occupied bandwidth (OBW) and video 
bandwidth (VBW) shall be approximately 3 x RBW. 
 

 
 
 
- Measurement Data: NA 
 
 
 
 
 
 
- Minimum Standard: NA 
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Measurement Data 
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