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Main features 
! Complies with IEEE 802.11ac 

! Supports built-in DHCP server 

! Supports firmware update 

! Supports web-based management 

! Supports mobile app management 

Appearance 
 

  

Buttons 

! LED: Press this button to turn the status LEDs on or off. 

! Power I/O Switch: Slide the Power switch to turn the extender on or off.  

! App-Config: Press this button for 2 seconds until the 2.4GHz and 5GHz 
LEDs blink to initiate the App-Config process.  

! Reset: Press this button for 2 seconds until all LEDs blink once to reset the 
Range Extender to factory defaults. 



 

Introduction 6 
 

 

Ethernet Port: The 10/100Mbps RJ45 Ethernet port is used to add wireless 
connectivity to an Ethernet-enabled device such as Internet TV, DVR, or game 
console. Please note that this port cannot be used to connect the extender 
directly to the router. 

 

LED Indicators 

Name Status  Indication  

Power 

Blinking 
Green 

The extender is initializing or updating 
firmware. 

Green The extender is ready for use. 

Off The extender is powered off. 

2.4GHz 

Blinking 
Green App-Config is initiated. 

Green The extender is connected to the primary 
network over 2.4GHz. 

Amber The extender is connected but too far away 
from the router. 

Off No connection. 

5GHz 

Blinking 
Green App-Config is in progress. 

Green 
The extender is connected to the primary 
network over 5GHz. 

Amber 
The extender is connected but too far away 
from the router. 

Off No connection. 
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iOS Android 

  

 

3 Extend your Wi-Fi Network 
Launch Kasa and follow the app instructions to extend your Wi-Fi 
network. 

 

 

 
 

4 Connect to Extended Network 
Unless you customized the extended network names during the 
configuration, the extender adds _EXT to the end of the main network’s 
SSIDs and uses the same Wi-Fi password. 

3
Total Clients

If the 2.4GHz and 5GHz LEDs do not change from blinking to 
solid, please refer to Setup Using a Computer. 
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Setup Using a Computer 

1 Plug In 
Plug in the Range Extender to an electrical wall outlet near your router. 
Toggle the Power switch to On and wait until the Power  LED is lit and 
solid green. 

 
 

2 Connect via Wireless 
Disconnect the Ethernet (wired) connection from your computer (if any). 
Click the  (Wi-Fi) icon on the taskbar and connect to the extender's 
network (e.g. TP-LINK_2G_EXT or TP-LINK_5G_EXT). No password is 
needed to connect. 

 

 

 

 

Mac OS X Windows 

 

3 Log In 
Launch a web browser and type: http://tplinkrepeater.net (or 
http://192.168.0.254) into the URL field. Enter admin (all lowercase) for 
both username and password to log in. 
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4 Extend your Wi-Fi Network 
Follow the Quick Setup wizard to extend your 2.4GHz and 5GHz Wi-Fi 
networks.  
a) Select your region and click . 

 

 

 

b) Select your router's 2.4GHz network and enter your Wi-Fi password, 

then click . 

 

If this is your first time logging into the extender’s 
web-based interface, you are prompted to create a new 
username and password. Please do so, or you can change 
the admin account at a later time. Refer to Changing admin 
account. 
 

 

Per FCC regulations, all wireless products marketed in 
the U.S. are fixed to the U.S. region. 
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c) Select your router's 5GHz network and enter your Wi-Fi password, 

then click . 

 

 

d) On the Wireless Settings screen, you can either copy and use the 
same SSIDs as your main (host) networks, or create new names for 

the extended networks, then click . 

 

 

 

e) Verify your extended wireless settings and click . The 
extender applies the settings and automatically reboots. Once the 
connection is established, the 2.4GHz and 5GHz LEDs on the 
extender should turn on and stay solid. 

If your network name (SSID) is hidden, click OTHER… to 
enter your 2.4GHz network settings. 

If your network name (SSID) is hidden, click OTHER… to 
enter your 5GHz network settings. 
 
If your router does not support 5GHz wireless band, click 
SKIP to continue. 
 

To prevent your SSIDs from being seen by others, select 
the Hide SSID broadcast checkbox. 
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5 Relocate your Extender 
a) Plug in the extender to an electrical outlet around the midpoint 

between your router (Host Network) and the weak signal area. 

b) Wait for the extender to reconnect and both Wi-Fi (2.4GHz and 5GHz) 
LEDs are lit a solid green. If not, relocate the extender closer to the 
router. 

Unless you customized the extended network names during the 
configuration (step 4d), the extender adds _EXT to the end of the main 
network’s SSIDs and uses the same Wi-Fi password. 

For example: If the SSIDs of your main Wi-Fi network are MyHome (for 
2.4GHz) and MyHome_5G (for 5GHz). The extended network’s SSIDs will 
be MyHome_EXT and MyHome_5G_EXT. 

 

 
 

2.4GHz and 5GHz Wi-Fi LEDs 

Green: Good connection.  
Amber: Connection is established, but the extender is too 
far away from the main (host) router. 
Off: No connection. 
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3) Select the Connect to 2.4GHz Network checkbox to extend the 2.4GHz 
band of the main (host) network.  

4) Click  to scan for available 2.4GHz networks near 
you. 

5) Select the Wi-Fi network that you wish to extend from the list. 

 

 

6) Enter the Wi-Fi password of the selected network. 

7) If your router supports the 5GHz band, repeat step 3 to 6 to extend the 
5GHz network. 

8) Click  to apply your settings. 

 

Extended Network Settings 
You can change or hide the network name (SSID) of the extended network. 
However, you cannot change the extender’s Wi-Fi security. You must use the 
same Wi-Fi password of the main (host) network to connect to the extended 
network. 

 

To change the extended network’s SSID: 

1) Launch a web browser and type: http://tplinkrepeater.net in the URL 
field, then log in using the admin credentials. 

2) Go to Settings > Wireless > Extended Network. 

3) Change the following Wi-Fi settings. 

 

If your Wi-Fi network doesn’t appear on the list, its SSID 

may be hidden, click  to close the list and enter the 
SSID, Security, and Password of the main (host) network. 
These fields are case-sensitive. 
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To remove multiple devices, select the checkboxes of the devices and click 
 at the top-right of the listing. 

 

 

Changing the IP address 
By default, the extender is configured to obtain its IP address automatically 
from your wireless router or Access Point (AP) that it connects to. If the 
wireless router does not have a DHCP server or its DHCP server is disabled, 
you can assign a static IP address to the extender. 

 

To change the extender’s IP address: 

1) Launch a web browser and type: http://tplinkrepeater.net in the URL 
field, then log in using the admin credentials. 

2) Go to Settings > Network > Network Settings. 

3) Select Use the following IP address and enter the static IP addresses in 
dotted-decimal notation into the following fields. 

 

We do NOT recommend that you change the Range Extender’s IP 
address unless you are an experienced network administrator with 
strong knowledge of IP addressing, subnetting, and DHCP. 
Incorrect configuration can cause performance and network 
connection issues.  
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Status LED Control 
You can conveniently turn off and on the Status LEDs (Power, 2.4GHz, and 
5GHz) by pressing the LED button on the extender. However, the LEDs can 
also be set to turn off and on at a specific time every day. 

 

To set the time to turn off and on the LEDs: 

1) Launch a web browser and type: http://tplinkrepeater.net in the URL 
field, then log in using the admin credentials. 

2) Go to Settings > System Tools > LED Control. 

 

3) Select Night Mode to enable the LED Control feature. 

4) Under LED Off Time, select the time range (from and to) during which the 
LEDs will be off in 24-hour time. 

5) Click  to apply your settings. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Before enabling the Night Mode feature, make sure that the 
extender’s time zone is set to your proper time zone under 
Settings > System Tools > Time Settings. 
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3) Click  to locate and select the downloaded firmware file. 

4) Click . 

 

Backup and Restore 
It is highly recommended to backup your current configurations on a regular 
basis, before factory resetting or firmware upgrading. In the case of network 
failure or poor performance, you will be able to restore the Range Extender to 
its previous state. 

 
To backup your current configuration: 

1) Connect your computer to the extended network. 

2) Launch a web browser and type: http://tplinkrepeater.net in the URL 
field, then log in using the admin credentials. 

3) Go to Settings > System Tools > Backup & Restore. 

4) Under Backup, click  to save a copy of your current 
configuration as a “config.bin” file on your computer. 

 

 

The firmware upgrade takes a few minutes to complete. Please DO 
NOT power off or unplug the extender. After the firmware upgrade is 
finished, the extender will automatically reboot. 

Please DO NOT power off or unplug the extender during the backup 
or restore process.  

Make sure that you save the backup file in a safe location 
where you can retrieve it when needed. 
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To restore the extender to its previous state: 

1) Connect your computer to the extended network. 

2) Launch a web browser and type: http://tplinkrepeater.net in the URL 
field, then log in using the admin credentials. 

3) Go to Settings > System Tools > Backup & Restore. 

4) Under Restore, click  to locate and select the saved 
“config.bin” file. 

 

5) Click . 

 

 

 

Factory Defaults 
Resetting the Range Extender back to factory defaults can be done with a 
single click of the button on the extender’s web-based interface. Alternatively, 
you can factory reset by pressing the Reset button on the extender for 2 
seconds. 

 
To factory reset via the web-based interface: 

1) Launch a web browser and type: http://tplinkrepeater.net in the URL 
field, then log in using the admin credentials. 

2) Go to Settings > System Tools > Backup & Restore. 

3) Under Factory Default Restore, click  and confirm at 
the prompt. 

 

 

To factory reset via the Reset button: 

1) With the extender powered on, use a pin to press and hold the recessed 
Reset button until all LEDs start flashing multiple times, then release the 
button. 

The restore process takes a few minutes to complete. After 
reverting back to a previous state is finished, the extender will 
automatically reboot. 

Factory reset will erase all your configurations that have been made 
to the extender and revert it back to the original state.  

















 

�To comply with FCC RF exposure compliance requirements, this grant is applicable to only Mobile Configurations. The antennas used for this transmitter must be 
installed to provide a separation distance of at least 20 cm from all persons and must not be co-located or operating in conjunction with any other antenna or 
transmitter.� 

The device operates in 5.15 ~ 5.25GHz / 5.745 ~ 5.85 GHz frequency range. It is restricted in indoor environment only. This device meets all the other 
requirements specified in Part 15E, Section 15.407 of the FCC Rules. 

CE Mark Warning 

 
This is a class B product. In a domestic environment, this product may cause radio interference, in which case the user may be required to take adequate 
measures. 

RF Exposure Information 
This device meets the EU requirements (1999/519/EC) on the limitation of exposure of the general public to electromagnetic fields by way of health 
protection. 

The device complies with RF specifications when the device used at 20 cm from your body. 

National Restrictions 
This device is intended for home and office use in all EU countries (and other countries following the EU directive 1999/5/EC) without any limitation except for the 
countries mentioned below: 
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Country Restriction Reason/remark 
Belarus Not implemented  

Norway Implemented This subsection does not apply for the geographical area within a radius of 20 km from the centre of Ny-¯lesund on Svalbard. 

Italy Implemented The public use is subject to general authorisation by the respective service provider. 

Russian 
Federation 

Limited 
implementation 

1. SRD with FHSS modulation 
1.1. Maximum 2.5 mW e.i.r.p. 
1.2. Maximum 100 mW e.i.r.p. Permitted for use SRD for outdoor applications without restriction on installation height only for purposes of 
gathering telemetry information for automated monitoring and resources accounting systems. Permitted to use SRD for other purposes for 
outdoor applications only when the installation height is not exceeding 10 m above the ground surface. 
1.3.Maximum 100 mW e.i.r.p. Indoor applications. 
2. SRD with DSSS and other than FHSS wideband modulation 
2.1. Maximum mean e.i.r.p. density is 2 mW/MHz. Maximum 100 mW e.i.r.p. 
2.2. Maximum mean e.i.r.p. density is 20 mW/MHz. Maximum 100 mW e.i.r.p. It is permitted to use SRD for outdoor applications only for 
purposes of gathering telemetry information for automated monitoring and resources accounting systems or security systems. 
2.3. Maximum mean e.i.r.p. density is 10 mW/MHz. Maximum 100 mW e.i.r.p. Indoor applications. 

Ukraine Limited e.i.r.p. �100 mW with built-in antenna with amplification factor up  

 implementation to 6 dBi. 

ATTENTION: Due to EU law, the country settings must be identical to the country where the device is operating (important due to non-harmonised frequencies in 
the EU). 

Restricted to indoor use. 

Canadian Compliance Statement 
This device complies with Industry Canada license-exempt RSSs.  Operation is subject to the following two conditions:  

1) This device may not cause interference, and  

2) This device must accept any interference, including interference that may cause undesired operation of the device. 
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 TP-LINK TECHNOLOGIES CO., LTD 

DECLARATION OF CONFORMITY 

For the following equipment: 

Product Description: AC1200 Wi-Fi Range Extender 

Model No.: RE350K 

Trademark: TP-LINK   

We declare under our own responsibility that the above products satisfy all the technical regulations applicable to the product within the scope of Council Directives:   

Directives 1999/5/EC, Directives 2004/108/EC, Directives 2006/95/EC, Directives 1999/519/EC, Directives 2011/65/EU 

The above product is in conformity with the following standards or other normative documents 

EN 300 328 V1.8.1 

EN 301 893 V1.7.1 

EN 301 489-1 V1.9.2:2011 & EN 301 489-17 V2.2.1:2012 

EN 55022:2010+AC:2011 

EN 55024:2010 

EN 60950-1: 2006 + A11: 2009 + A1: 2010 + A12: 2011 +A2: 2013   

EN 50385: 2002   

 

The product carries the CE Mark: 

 

TP-LINK TECHNOLOGIES CO., LTD. 
Building 24 (floors 1, 3, 4, 5), and 28 (floors 1-4) Central Science and Technology Park, Shennan Rd, Nanshan, Shenzhen, China 
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 TP-LINK TECHNOLOGIES CO., LTD 

Person responsible for marking this declaration: 

  
Yang Hongliang 

Product Manager of International Business  

 

Date of issue: 2015-11-10 

TP-LINK TECHNOLOGIES CO., LTD. 
Building 24 (floors 1, 3, 4, 5), and 28 (floors 1-4) Central Science and Technology Park, Shennan Rd, Nanshan, Shenzhen, China 
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