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Messrs:
Standard:RG-174/U   7/0.16MM X 1C

CONSTRUCTION:
ITEM UNIT RG-174/U
No. of WireP，C 1C

ConductorMaterial─ Tinned copper Wire
SizeNo./mm 7/0.16

InsulationMaterial─ PE
Thicknessmm (NOM.) 0.5
O.D mm (NOM.) 1.5

Braid Material─ Tinned copper Wire
Shield Coverage% 95↑ ( 6/14 / 0.1mm)
Jacket Material─ PVC

O.D mm (NOM.) 2.5

Marking RG-174/U COAXIAL CABLE 50Ω COMMATE
ELECTRICAL PROPERTIES (20℃):

ITEM UNIT
A.C Voltage testKV/Min. 4.5/1
Impedance Ω 50+-2

Conductor

Insulation

Braid

Jacket

* HP 8714A Vector Network Analyzer

DESIGN REVISION DATE

APPROVED
Spec. No:S-336950490011A4

2345 53

Attenuation (nom.)
 MHz dB/100ft
10 3.3
50 5.8

8.4
200 12.5

Temperature Rale  ℃ -40 to +80

100

400 19

1800 49.4

900 31
1000 34

Commate

6



7



SGS Test Report 
 

 

Product：RF Antenna 
 

Contents  
No Description Report No. Page 

1 Cable RG-174 

CE/2005/B4386 
CE/2005/B4391 
CE/2005/B4445 
CE/2005/B4446 

P.9~20 

2 
Antenna Body

Chassis 
ABS  

KE/2006/10288 
2027056/EC 

GZSCR050637293/LP 
P.21~26 

3 Connector SMA Plug Reverse 
SH570049/CHEM 
GZML060201325 

KA/2006/20922A-01 
P.27~32 

4 Ground Tube Ni Plated + POM 
CE/2005/96120 
CE/2005/96111 

P.33~38 

5 H.S Tube Heat Shrink Tube 
SH6039843/CHEM 

CE/2006/20175 
P.39~57 

     

 
 

Result For RoHS：PASS 
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