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EXHIBIT A - FCC ID LABEL INFORMATION 
 
FCC § 2.925   Identification of equipment 
(a) Each equipment covered in an application for equipment authorization shall bear a nameplate or label 
listing the following: 

(1) FCC Identifier consisting of the two elements in the exact order specified in §2.926. The FCC 
Identifier shall be preceded by the term FCC ID in capital letters on a single line, and shall be of a type 
size large enough to be legible without the aid of magnification. 

Example:   FCC ID XXX123. XXX—Grantee Code 123—Equipment Product Code 
 Suggested Content of FCC ID Label 
 

 
Proposed Label Location on EUT 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The label shall not be a stick-on, paper label. The label on these products shall be permanently affixed to 
the product and shall be readily visible to the purchaser at the time of purchase, as described in Section 
2.925(d) of this chapter. "Permanently affixed" means that the label is etched, engraved, stamped, silk-
screened, indelibly printed, or otherwise permanently marked on a permanently attached part of the 
equipment or on a nameplate of metal, plastic, or other material fastened to the equipment by welding, 
riveting, or a permanent adhesive. The label must be designed to last the expected lifetime of the 
equipment in the environment in which the equipment may be operated and must not be readily 
detachable. 
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