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Quick Start Guide



About FAP-U432F
 
IMPORTANT: Supported only from FortiWLC Release 8.6.2 or later and FortiGate with FortiOS Release 6.4.4 
and later.

The FAP-U432F is a tri-radio, dual band 802.11ax 2.4/5GHz outdoor access point and supports three 4x4 MIMO 
radios. This high performance device complies with the 802.3bt, 802.3at, and 802.3af PoE  speci�cations and 
supports BLE and ZigBee.

The FAP-U432F supports 11 external 5dBi 2.4/5GHz dual band omni antennas and operates with a default TX 
power of (To be updated) dBm in 2.4GHz channels and (To be updated) dBm in 5.0GHz channels.

The FAP-U432F is compatible with FortiWLC enterprise wireless LAN controllers, integrated FortiGate 
enterprise �rewall LAN controllers, and FortiCloud controllers. This device can be wall mounted or pole 
mounted. Use the supplied hardware components to complete installing the unit.

CAUTION:
There is a non-rechargeabe coin battery inside DUT for the RTC function. Do Not recharge the battery as it 
may overheat and leak.
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FAP-U432F Box Includes
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Mounting Screws (8) & Bolts (4) Pole Mount Bracket

Wall Mount Bracket

7” Pole Mount Strap (2) 
3”  Pole Mount Strap (2)



FAP-U432F Box Includes

Sector Antenna Bracket
PIN060 POE Adapter

Power Cable Grounding Cable
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Weatherproof Connector Grounding Screw

2.4 GHz Antenna 
5 GHz Antenna 

Dual band (2.4/5GHz) Antenna






















































































