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Mat./Stoff From/Aus

Repl. for

Doc.type

Sheet/Bl.

Ind.DP/TD

Repl. by

Format

MNR --

Scale/M.stab

Mat.meets/Stoffe s

Crit. P.

Lang./Spr. Wght./Gew.

Syst.

en/de

A3
N2580-1 AI

DRW

tol. principle/
Tol.-grundsatz ISO 8015:1985-12

all linear dimensions in/
Alle Laengenmasse in mm

± 0.1
non-toleranced dimensions / Nicht tolerierte Masse

angles, dimension of the shorter side /
Winkel, Laenge des kuerzeren Schenkels

non-tol.broken edges / Nicht tol.gebrochene Kanten
± 0.1 ± 0.2 ± 0.3 ± 0.5 ± 0.8

± 0.2 ± 0.5 ± 1

± 1° ± 30 ’ ± 20 ’ ± 10 ’ ± 5 ’ 
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MATERIAL - 2 MIL POLYESTER BASE WITH 3 MIL MATTE CLEAR 
POLYESTER  LAMINATE. COPY TO BE SUBSURFACE PRINTED. 
ADHESIVE SUITABLE FOR ADHERING TO NYLON POLYCARBONATE OR 
ABS PLASTICS. MATERIAL & SUPPLIER TO BE UL & CSA RECOGNIZED. 
APPLICABLE STANDARDS - 2610928230.

NOTES:

PT/ESS1-NA

1:1

AA 6035A? 2015 M.MOKEYEV ? ? 511

NAMEPLATE

? AA

 Riesgo de descargas eléctricas. No abra el   
cargador. Para un funcionamiento con 

seguridad, ver el manual. Reemplace inmediatamente el cordón dañado con 
un cordón de calibre 14 AWG SJTW que tenga capacidad de resistencia al agua. 

No exponer a lluvia o humedad. Enchufe la unidad en un 
tomacorriente protegido con un interruptor GFCI cuando 

se utilice en lugares húmedos. Cargar unicamente 
baterias BOSCH BAT600-BAT620. Otras baterías 

podrían reventar, causando lesiones y daños.

 Risque de choc électrique – ne pas ouvrir.  
 Pour un fonctionnement sur, reportezvous au 
manuel. En cas d’en dommagement du cordon, le remplacer immédiatement 
par un cordon de calibre 14 AWG SJTW classi�é comme hydrorésistant.  Ne pas 

exposer à la pluie ou à 'humidité. Branchez le dispositif dans une 
prise de courant protégée par un disjoncteur de fuite à la 

terre quand vous l'utilisez dans un endroit humide. 
Chargez uniquement BOSCH piles BAT600-BAT620. 

D'autres batteries risqueraient d'éclater et de 
causer des blessures et des dommages. 

Risk of electric shock - do not open. For safe operation   
see manual. Replace damaged cord immediately with 14 

AWG SJTW cord with water resistant rating. Do not expose to rain or moisture. Plug 
the unit into a GFCI protected outlet when used in damp locations.Charge 

only BOSCH batteries BAT600-BAT620. Other batteries may burst 
causing injury and damage.

WARNING

AVERTISSEMENT

PB360C    0601429A10       

INPUT: 120 VAC ~ 60 Hz  12 A
OUTLETS: AC: 120 V~ 60 Hz  10A
CHARGER: 
OUTPUT: 14.4 - 18 V      0.9 A    
INPUT: 120 VAC ~ 60 Hz  0.25 A 

LISTED
AUDIO PRODUCT

28GZ
E255378

2C3

This device complies with Part 15 of the FCC Rules. 
Operation is subject to the following conditions: 
1. This device may not cause harmful interference.  
2. This device must accept any interference received, 
including interference that may cause undesired 
       operation.

FCC ID: TXTPB360C

CAUTION
RISK OF ELECTRIC SHOCK

DO NOT OPEN

SN

ADVERTENCIA

Robert Bosch Tool Corp., 
Mount Prospect, IL
Made in China 

PMS 1505 ORANGE AND
PMS 427 GRAY COPY ON

BLACK BACKGROUND

MANUFACTURED:
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