5‘0 160 15‘)0 20‘0
— 300
[ [ [
- —
B - N\ ]
- ECB7510 REREE —
- ‘ [ [
- Dual Band Concurrent AP —
- 250
©ol. EJ ©
P‘*’R l Rete‘ Ethimet
DC-Jack Support IEEE 803.af
i P A O A [P Address: 192.168.1.1
T e e e raererence: oo Password: admin
| including interference that may cause undesired operation. 2.4GHz: press WPS button 0-5 secs
FCC ID: U2M-CB7510 5GHz: press WPS button 6-n secs
B &,
©: 5
I~ 200 ‘ [
- CEFC
B : ‘ | )
[
= [
[
— 150
i ECB7510 LS
B Dual Band Concurrent AP
©oE, J
B PWR 1 ste‘ Ethernet
DC-Jack Support IEEE 803.af
This device complies with Part 15 of the FCC Rules. IP Address: 192.168.1.1
— 100 Operation is subject to the following two conditions: User Name: admin
e ey oL e reerererce, oo Password: admin
including interference that may cause undesired operation 2.4GHz: press WPS button 0-5 secs
| FCC ID: U2M-CB7510 5GHz: press WPS button 6-n secs
B B
©: 1
i CEFC
| L
— 50
FEREEEER > BUAMEBE UL LR
i > A2 KR BE 7 SN 2 (R AR
> LA R BB
- > k@my ik
M8 BERIRNE LK BRE : EBHAERRS) NEE :-0.1mm
. [ | AR
g0 A= =1 = 58 | LABEL FREQUENCY 78.6*69.6mm | |
Fg 91* &5y D—I_ 5k 2 | (ECB7510) LFP i 6710A1253580
= nd =] 1 wo=n = o -
2010/07/19 1/ T | mm %5 Aiko
HA %l 1 (T i ECB7510 T %505t 128D
HERMBAGEB NS | Dean Z | Rennier WiERE TR | Danny

Senae Netwerks, Inc.



