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Mechanical Specification 
 

 



 

 

 Antenna Specification 
 
■ ELECTRICAL PROPERTIES 

1.1  Frequency Range……. ……. 2.4~2.5GHz / 5.15~5.85GHz 

1.2  Impedance……............. ……. 50 Ohm Nominal 

1.3  Return Loss………………. ……. -10dB 

1.4  Radiation……………….. ……. Omni-directional 

1.5  Polarization………...…. ……. Linear Vertical 

   

   

■ PHYSICAL PROPERTIES 

2.1  Antenna Cover…................... ……..... ABS (Black) 

2.2  Antenna Upper Fixed Base.. ………. ABS (Black) 

2.3  Antenna Bottom Fixed Base ………. ABS+PC (Black) 

2.4  Cable…………………………… ………. RG178 

2.5  Connector……………………. ………. RP SMA 

2.6  Operating Temp….….……….. ………. -20℃ ~ +65℃ 

2.7  Storage Temp……..…………. ………. -30℃ ~ +75℃ 



 

 

  
■ ELECTRICAL CHARACTERISTICS 
Spec: 2.4~2.5 GHz / 5.15 ~5.85 GHz  
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Frequency(MHz)：2400~2500.   Pattern Field：Z-X plane 

 

 



 

 

Frequency(MHz)：2400~2500.   Pattern Field：Z-Y plane 

 

 



 

 

Frequency(MHz)：2400~2500.   Pattern Field：X-Y plane 

 

 



 

 

Frequency(MHz)：5150~5850.   Pattern Field：Z-X plane 

 

 



 

 

Frequency(MHz)：5150~5850.   Pattern Field：Z-Y plane 

 

 



 

 

Frequency(MHz)：5150~5850.   Pattern Field：X-Y plane 

 

 



 

 

Peak Gain 

 

  
 

 

Peak Gain: 3.15dBi 



 

 

 

 
 

Peak Gain 5150 ~ 5250 MHz : 3.29 dBi 
 
Peak Gain 5250 ~ 5350 MHz : 3.15 dBi 
 
Peak Gain 5470 ~ 5725 MHz : 4.5 dBi 
 
Peak Gain 5725 ~ 5850 MHz : 4.76 dBi   

 

 

 

 

 

 

 

 

 

 

 

 

 

  



Connector Specification 

& RPSMA



 

 

Cable Specification 

 
 



 

 

Package 

 


