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NOTES: UNLESS OTHERWISE SPECIFIED

1. ALL DIMENSIONS ARE IN MILLIMETERS. INTERPRET DIMENSIONS AND 
TOLERANCES PER ANSI Y14.5 1994.

2. TOLERANCES:
	 DECIMALS
	 	 .X = ± 0.5MM
	 	 .XX = ± 0.25MM
	 	 ANGLES = ± 0.5•MM

3. COMPLIANCE: LABEL MUST BE UL RECOGNIZED AND/OR CSA CERTIFIED FOR 
PLACEMENT ON METAL, ABS, OR PC/ABS SURFACES.

4. MATERIAL : .002" MYLAR WITH .001" TRANS MATTE MYLAR LAMINATION, OR 
ENGINEERING-APPROVED EQUIVALENT.

5. ADHESIVE: CLEAR, PERMANENT, ACRYLIC ADHESIVE OR ENGINEERING- 
APPROVED EQUIVALENT.

6. LABEL MATERIAL, ADHESIVE, AND PRINTING PROCESS TO CONFORM TO UL AND 
CSA STANDARDS FOR USE ON PLATED METAL SURFACES AND TO WITHSTAND 105°C 
SUSTAINED TEMPERATURES.

7. ALL MATERIALS USED IN THE CONSTRUCTION OF THIS COMPONENT/
ASSEMBLY (INCLUDING RAW STOCK, COATINGS, HARDWARE, GASKETING,
ETC. SHALL COMPLY WITH THE LATEST REVISION OF SUN ROHS-COMPLIANT 
SUPPLIER SPECIFICATION 914-1742-XX.

8. COLORS:
	 BACKGROUND: PMS WHITE
	 GRAPHICS AND TEXT: PMS BLACK

9. ARTWORK TO BE LOCATED ON LABEL AS SHOWN. ORIGINAL ARTWORK MUST 
ONLY BE OBTAINED FROM SUN MICROSYSTEMS, INC.

10. LABELS TO BE SUPPLIED ON ROLLS, MATRIX REMOVED. SUPPLIER TO PRINT 
BARCODE ON LABEL SHEET TO CONFORM TO SUN SPECIFICATION 950-1037-XX

11. VISUAL INSPECTION OF LABEL PART TO MEET CLASS B PER SUN 
SPECIFICATION 923-2001-XX

12. LABEL PART MUST BE PROVIDED TO SUN FOR REVIEW AND APPROVAL.
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