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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 7 / 5240 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 8 / 5240 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 5 / 5745 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 6 / 5745 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 7 / 5745 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 8 / 5745 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 5 / 5785 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 6 / 5785 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 7 / 5785 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 8 / 5785 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 5 / 5825 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 6 / 5825 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 7 / 5825 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT20 / 

Chain 8 / 5825 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 5 / 5190 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 6 / 5190 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 7 / 5190 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 8 / 5190 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 5 / 5230 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 6 / 5230 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 7 / 5230 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 8 / 5230 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 5 / 5755 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 6 / 5755 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 7 / 5755 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 8 / 5755 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 5 / 5795 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 6 / 5795 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 7 / 5795 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT40 / 

Chain 8 / 5795 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT80 / 

Chain 5 / 5210 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT80 / 

Chain 6 / 5210 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT80 / 

Chain 7 / 5210 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT80 / 

Chain 8 / 5210 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT80 / 

Chain 5 / 5775 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT80 / 

Chain 6 / 5775 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT80 / 

Chain 7 / 5775 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11ac MCS0/Nss3 VHT80 / 

Chain 8 / 5775 MHz 
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For 802.11ac MCS0/Nss2 VHT80+80 Mode 
Type 1 

26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 5 / 5210 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 6 / 5210 MHz 

 



  
 

 

 

Report No.: FR590419AB 

 

Report Format Version: Rev. 01 Page No. : 176 of 563 

FCC ID: UDX-60041010 Issued Date : Jan. 15, 2016 

 

 

26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 7 / 5775 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 8 / 5775 MHz 
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<For Radio 3 Mode> 

26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11a / Chain 9 / 5180 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11a / Chain 9 / 5200 MHz 

 
 


