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Type 11 

26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 5 / 5690 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 6 / 5690 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 7 / 5775 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 8 / 5775 MHz 
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Type 12 

26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 5 + Chain 7 / 5210 MHz+5290 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 6 + Chain 7 / 5210 MHz+5290 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 5 + Chain 8 / 5210 MHz+5290 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 6 + Chain 8 / 5210 MHz+5290 MHz 
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Type 13 

26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 5 + Chain 7 / 5530 MHz+5610 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 6 + Chain 7 / 5530 MHz+5610 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 5 + Chain 8 / 5530 MHz+5610 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Chain 6 + Chain 8 / 5530 MHz+5610 MHz 
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<For Radio 3 Mode> 

26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11a / Chain 9 / 5260 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11a / Chain 9 / 5300 MHz 
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26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11a / Chain 9 / 5320 MHz 

 
26dB Bandwidth and 99% Occupied Bandwidth Plot on Configuration IEEE 802.11a / Chain 9 / 5500 MHz 

 


