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2.4GHz Cordless Mouse

 Package Contents

‧Cordless mouse X1   ‧Battery AA X1
‧Nano dongle X 1     ‧User’s Manual X1

 

 System Requirements

‧Microsoft Windows system: Windows® 7, Windows® 8.1,
    Windows® 10.

‧Available USB Port

 Features

‧Wireless connection works freely without restrictions of space, angle 
    or distance.

‧Nano receiver storage inside mouse.

 Specifications
 
   Mouse

‧Interface : Cordless 2.4GHz

‧Buttons : 3 buttons

‧Resolution : 1200 dpi Optical

‧Power On/Off switch

‧Effective Distance : Approx. 10 M

‧Battery power life : Approx. 12 months (4 hrs a day,5 day a week)

‧Batteries : AA x 1

‧Dimension : 104 (L) X 61 (W) X 36.5 (H) mm

‧Weight (battery excluded) : Approx. 54 g

   Receiver

‧Interface : USB

‧Dimension : 18.0 (L) x 13.1 (W) x 5.7 (H) mm

 Hardware Installation

1. Set up the Mouse
   (Put provided batteries into mouse’s batteries housing)

‧Open the battery housing cover under the cordless mouse’s bottom
    side.
‧Install the provided batteries into the battery housing.
   (Please follow the polarity signs in the battery housing)
‧Close the mouse battery housing cover.
‧Turn on the power switch on the back of mouse.

2. Easy automatic cordless connection :

‧Connect the USB nano receiver to your computer into your PC USB 
    port, wait until automatic installation has completed.

3. Ready to use.

 Troubleshooting

    What do I do if the cordless mouse does not work ?

‧Check the USB dongle receiver is connected to your computer’s 
    USB port.

‧Make sure the batteries are correctly installed into your cordless 
    mouse.
   (The positive (+) and negative (-) ends of each battery must match
    the polarity signs in the battery housing)

‧Make sure the batteries power qualities are good for use.

‧Make sure the ID Setting process is well completed.

‧Please change batteries immediately when mouse works on screen
    does not move or move erratically.

‧Warning: Please remove batteries from your cordless mouse when
    not using for a long period of time.

‧Mouse will have reduced tracking performance on very shiny or 
    transparent surfaces.

‧Cordless performance : Metal object close to or in between the 
                                           device. (Please remove objects.)

 Cordless ID Setting

    The cordless mouse were already pairing OK before shipment. So 
    the user does not need to do any pairing. Once need to re-pairing,
    please follow below steps to complete the necessary ID-Setting 
    process for your cordless mouse and USB dongle receiver.

1. Make sure the mouse hardware installation is completed.

2. Unplug and Plug again the USB dongle receiver into your 
    computer’s USB port.

3. Waiting for the USB plug and play initialization completed.

4. For mouse ID setting : 
    Turn your cordless mouse on and move the mouse close to the USB
    dongle receiver within 15cm, then click and hold left and right 
    button of mouse to start ID setting process. (It will take about 4~8 
    seconds waiting time)

5. Ready to use

6. If the mouse or keyboard doesn’t work properly, please remove
    the USB dongle receiver from computer’s USB port, then repeat
    do step 2 to 4 step again.

2.4GHz Cordless Mouse

 包裝內容

‧無線滑鼠 X 1  ‧AA 鹼性電池 X 1
‧小型接收器 X 1  ‧快速安裝手冊 X 1
‧保證卡 x 1   
  

 系統需求

‧微軟的視窗系統 Windows® 7 Windows® 8.1, Windows® 10.

‧可用的USB傳輸埠

 產品特色

‧無線連接傳輸，不受空間角度及距離約束。

‧不占空間的Nano小型接收器設計，不用時可收納於滑鼠內，方便
    攜帶。

 產品規格

    滑鼠

‧連接介面 : 無線2.4GHz

‧按鍵數量 : 3 鍵

‧解析度 : 光學1200 dpi

‧電源開關 : On/Off

‧傳輸距離 : 約10公尺 (技術理論值,在無任何障礙下)

‧電池電力壽命 : 約12個月 (每日4小時，一周5天計算)

‧電源 : 1 顆AA 電池 (建議使用勁量或金頂鹼性長效電池)

‧產品尺寸：104 (L) X 61 (W) X 36.5 (H)  mm

    接收器

‧連接介面 : USB

‧產品尺寸：20 (L) X 12 (W) X 5 (H) mm

‧額定電壓/電流：DC 5V / 50 mA以下

 硬體安裝

在您安裝電池時，請確認您所使用的為新電池。為了電池壽命考量，建
議您使用Energizer (勁量) 或者Duracell (金頂) 品牌鹼性電池。

1. 滑鼠安裝：

‧取下滑鼠背後的電池蓋，置入電池，並且確認電池的正、負極與電池
    盒內的標示方向相符；關上電池蓋。

‧開啟滑鼠底部的電源開關。

2. 輕鬆自動無線連接

‧開啟電腦電源，然後將無線接收器的USB接頭插入電腦的USB連接埠，
    此時電腦會自動偵測到無線接收器並與上述的滑鼠進行連接。

3. 完成安裝可使用。

 疑難排解

    若無線滑鼠無法正常動作有任何疑問，請嘗試下面步驟説明：

‧重新插拔USB迷你無線接收器，並確認與電腦的USB連接埠正常連接。

‧確認電池的正負極是與電池盒內的標示方向相同。

‧注意只能使用鹼性電池。

‧當滑鼠游標在電腦螢幕上移動變緩慢飄移不易控制，可能電源不足，
    請更換電池。

‧重新進行ID識別碼的設定。

‧確定電池的蓄電能量是沒有問題，請勿將老舊電池或不同類型 (例如碳
    鋅或鹼性) 電池混合使用。

‧長時間不使用滑鼠裝置，請將電池取出。

‧無線產品使用時，若中間有金屬等干擾源，將會影響無線接收距離。

‧滑鼠若於亮面或透明桌面使用，將會影響滑鼠性能。

 ID辨識碼設定

    每款無線滑鼠在使用前需進行ID辨識碼設定，但此產品在出廠時都完
    成ID設定碼，使用者只需將硬體安裝完成插入電腦的 USB連接埠之後
    即可立即使用此無線滑鼠。此 ID 設定的功能在於防止電腦與滑鼠間之
    無線訊號被其他在同一環境下的無線產品所影響  ，才需進行設定。

    如果滑鼠無法正常運作的話，請依照下列的步驟重新設定 ID。

1. 確定滑鼠的電池已經完成安裝，且電池有電。

2. 將插於電腦端的USB接收器重新插拔。

3. 重新插拔後，電腦會重新偵測到接收器。

4. 滑鼠設定程序 :
    將滑鼠底部的電源打開，紅色的感應器出現光亮代表電源已經成功開
    啟可以運作。 移動滑鼠靠近USB接收器，距離約15公分以內；然後同
    時按下滑鼠左鍵跟右鍵，此時滑鼠會自行與接收器連結進行ID辨識碼
    的設定。(這段ID設定過程完成需4~8 秒鐘的設定時間)

5. 完成ID設定可使用。

6. 如果滑鼠或鍵盤仍然無法正常運作，請將USB接收器從電腦的USB連接
    埠移出，然後再重複2到4安裝程序。
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