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1. Photographs of Radiated Emissions Test Configuration 
Test Configuration: 30MHz~1GHz 
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Test Configuration: Above 1GHz 
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─────THE END───── 

Report No.      :    FR0N0310-10AB


	FCC RF Test Report_FR0N0310-10AB WLAN 5GHz
	1 General Description
	1.1 Information
	1.1.1 RF General Information
	1.1.2  Antenna Information
	1.1.3  EUT Operational Condition
	1.1.4 Table of WWAN Module Function
	1.1.5 Table for Permissive Change

	1.2  Applicable Standards
	1.3 Testing Location Information
	1.4 Measurement Uncertainty

	2 Test Configuration of EUT
	2.1 The Worst Case Measurement Configuration
	2.2  EUT Operation during Test
	2.3 Accessories
	2.4 Support Equipment
	2.5  Test Setup Diagram

	3 Transmitter Test Result
	3.1 Maximum Output Power
	3.1.1 Limit
	3.1.2 Measuring Instruments
	3.1.3 Test Procedures
	3.1.4  Test Setup
	3.1.5 Test Result of Maximum Conducted Output Power

	3.2  Unwanted Emissions
	3.2.1 Transmitter Unwanted Emissions Limit
	3.2.2 Measuring Instruments
	3.2.3 Test Procedures
	3.2.4  Test Setup
	3.2.5 Measurement Results Calculation
	3.2.6 Transmitter Unwanted Emissions (Below 30MHz)
	3.2.7 Test Result of Transmitter Unwanted Emissions


	4 Test Equipment and Calibration Data

	FR0N0310-10AB test results
	Appendix A.1 Power UNII 1, 3
	Appendix A.2 Power UNII 2a
	Appendix A.3 Power UNII 2c
	Appendix B.1_Radiated Emissions below 1GHz_REP_A4
	Appendix B.2_Radiated Emissions above 1GHz_REP_A4
	APPENDIX C. TEST PHOTOS
	1. Photographs of Radiated Emissions Test Configuration





