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INLINE PRINT

SAQ5-D1

NOTE:
1. MATERIAL: WHITE PET, T=0.05 mm 高冠RHTYL
2. ADHESIVE: ACRYLIC,t=0.024 ± 0.003 mm 
3. FINISH: MATTE PP, T=0.025 mm (可打印) 金利寶PPATM(T)(36)(N)J
4. COLOR :
    a. BACKGROUND= PEPER COLOR (WHITE)
    b. PRINTING=BLACK 
5.被貼物:鋁鑄鐵,噴漆.
6. UL APPROVED, PGJI2, PRINTED
    UL APPROVED:CM-200-WST, THERMAL TRANSFER RIBBON:Ricoh B110C, B110CR
7. ROLL STOCK,離型紙左右間距各 3 ± 0.5 mm，齒刀上下間距各1.5 ± 0.5 mm
8.TEMPERATURE RESISTANT= 120˚ C.
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TEST ITEM TEST SPEC TEST CONDITION CRITERIA

1
附著力測試

ISO Class.: 1
ASTM Class.: 4 B ASTM D3359-02/ ISO

2409:2007

Detachment of small flakes of
the coating at the

intersections of the cuts. A
cross-cut area not

significantly
greater than 5% is affected.
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48V      0.27A(POE)Made in Taiwan H/W: 1.0

This device complies with part 15 of the FCC Rules.  Operation is subject to the following two 
conditions: (1) This device may not cause harmful interference, and (2) this device must accept 
any interference received, including interference that may cause undesired operation.
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