
0 dB = 0.588 W/kg = -2.31 dBW/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/28

System Check_Head_750MHz

DUT: D750V3-1012

Communication System: CW ; Frequency: 750 MHz;Duty Cycle: 1:1
Medium: HSL_750_220428 Medium parameters used: f = 750 MHz; σ = 0.89 S/m; εr = 43.636; ρ =
1000 kg/m3

Ambient Temperature：23.7 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(10.11, 10.11, 10.11) @ 750 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.580 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 26.95 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.677 W/kg
SAR(1 g) = 0.441 W/kg; SAR(10 g) = 0.299 W/kg
Maximum value of SAR (measured) = 0.588 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/5

System Check_Head_750MHz

DUT: D750V3-1012 

Communication System: CW; Frequency: 750 MHz;Duty Cycle: 1:1
Medium: HSL_750_220505 Medium parameters used: f = 750 MHz; σ = 0.89 S/m; εr = 43.137; ρ = 
1000 kg/m3

Ambient Temperature：23.6 ℃;   Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3184; ConvF(6.59, 6.59, 6.59) @ 750 MHz; Calibrated: 2021/9/23
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2021/5/21
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.45 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 54.72 V/m; Power Drift = -0.18 dB
Peak SAR (extrapolated) = 3.00 W/kg
SAR(1 g) = 2.09 W/kg; SAR(10 g) = 1.39 W/kg
Maximum value of SAR (measured) = 2.43 W/kg

0 dB = 2.43 W/kg = 3.86 dBW/kg



0 dB = 0.587 W/kg = -2.31 dBW/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/6

System Check_Head_750MHz

DUT: D750V3-1117

Communication System: CW; Frequency: 750 MHz;Duty Cycle: 1:1
Medium: HSL_750_220506 Medium parameters used: f = 750 MHz; σ = 0.888 S/m; εr = 42.456; ρ
= 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(10.11, 10.11, 10.11) @ 750 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.592 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 27.05 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.643 W/kg
SAR(1 g) = 0.455 W/kg; SAR(10 g) = 0.304 W/kg
Maximum value of SAR (measured) = 0.587 W/kg



0 dB = 2.87 W/kg = 4.58 dBW/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/11

System Check_Head_750MHz

DUT: D750V3-1117

Communication System: CW; Frequency: 750 MHz;Duty Cycle: 1:1
Medium: HSL_750_220511 Medium parameters used: f = 750 MHz; σ = 0.904 S/m; εr = 41.98; ρ =
1000 kg/m3

  Ambient Temperature：23.4 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(10.11, 10.11, 10.11) @ 750 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: SAM; Serial: 1796
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 2.82 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 57.14 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 3.30 W/kg
SAR(1 g) = 2.32 W/kg; SAR(10 g) = 1.53 W/kg
Maximum value of SAR (measured) = 2.87 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/3/31

System Check_Head_835MHz

DUT: D835V2-4d167 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1
Medium: HSL_850_220331 Medium parameters used: f = 835 MHz; σ = 0.904 S/m; εr = 42.145; ρ 

= 1000 kg/m3

Ambient Temperature：23.4 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7306; ConvF(9.82, 9.82, 9.82) @ 835 MHz; Calibrated: 2021/7/26
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1696; Calibrated: 2021/11/3
- Phantom: P1aP2a_Twin-SAM_V4.0_(30deg)_Right; Type: QD 000 P40 CC; Serial: 1303
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.641 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 27.45 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.692 W/kg
SAR(1 g) = 0.497 W/kg; SAR(10 g) = 0.336 W/kg
Maximum value of SAR (measured) = 0.636 W/kg

0 dB = 0.641 W/kg = -1.93 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/29

System Check_Head_835MHz

DUT: D835V2-4d167 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1
Medium: HSL_850_220429 Medium parameters used: f = 835 MHz; σ = 0.918 S/m; εr = 42.671; ρ 

= 1000 kg/m3

Ambient Temperature：23.7 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(9.85, 9.85, 9.85) @ 835 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.596 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 27.08 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 0.657 W/kg
SAR(1 g) = 0.442 W/kg; SAR(10 g) = 0.287 W/kg
Maximum value of SAR (measured) = 0.589 W/kg

0 dB = 0.589 W/kg = -2.30 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/29

System Check_Head_835MHz

DUT: D835V2-4d167 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1
Medium: HSL_850_220429 Medium parameters used: f = 835 MHz; σ = 0.918 S/m; εr = 42.671; ρ 
= 1000 kg/m3

Ambient Temperature：23.7 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7306; ConvF(9.82, 9.82, 9.82) @ 835 MHz; Calibrated: 2021/7/26
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2021/5/21
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 3.24 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 63.20 V/m; Power Drift = -0.19 dB
Peak SAR (extrapolated) = 3.61 W/kg
SAR(1 g) = 2.42 W/kg; SAR(10 g) = 1.59 W/kg
Maximum value of SAR (measured) = 3.21 W/kg

0 dB = 3.21 W/kg = 5.07 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/5

System Check_Head_835MHz

DUT: D835V2-4d167

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1
Medium: HSL_850_220505 Medium parameters used: f = 835 MHz; σ = 0.92 S/m; εr = 42.721; ρ =
1000 kg/m3

Ambient Temperature：23.6 ℃;   Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3184; ConvF(6.49, 6.49, 6.49) @ 835 MHz; Calibrated: 2021/9/23
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2021/5/21
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.87 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 57.68 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 3.63 W/kg
SAR(1 g) = 2.47 W/kg; SAR(10 g) = 1.62 W/kg
Maximum value of SAR (measured) = 2.90 W/kg

0 dB = 2.90 W/kg = 4.62 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/7

System Check_Head_835MHz

DUT: D835V2-4d167 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1
Medium: HSL_850_220507 Medium parameters used: f = 835 MHz; σ = 0.869 S/m; εr = 42.487; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(9.85, 9.85, 9.85) @ 835 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.696 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 30.04 V/m; Power Drift = -0.19 dB
Peak SAR (extrapolated) = 0.783 W/kg
SAR(1 g) = 0.522 W/kg; SAR(10 g) = 0.337 W/kg
Maximum value of SAR (measured) = 0.699 W/kg

0 dB = 0.699 W/kg = -1.56 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/11

System Check_Head_835MHz

DUT: D835V2-4d167 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1
Medium: HSL_850_220511 Medium parameters used: f = 835 MHz; σ = 0.899 S/m; εr = 42.474; ρ 
= 1000 kg/m3

Ambient Temperature：23.4 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7590; ConvF(10.62, 10.62, 10.62) @ 835 MHz; Calibrated: 2022/3/28
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn854; Calibrated: 2021/8/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.82 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 56.26 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 3.65 W/kg
SAR(1 g) = 2.4 W/kg; SAR(10 g) = 1.55 W/kg
Maximum value of SAR (measured) = 2.81 W/kg

0 dB = 2.81 W/kg = 4.49 dBW/kg



  

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/14

System Check_Head_835MHz

DUT: D835V2-4d167

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1
Medium: HSL_850_220514 Medium parameters used: f = 835 MHz; σ = 0.906 S/m; εr = 42.69; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3184; ConvF(6.49, 6.49, 6.49) @ 835 MHz; Calibrated: 2021/9/23
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2021/5/21
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.82 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 57.68 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 3.57 W/kg
SAR(1 g) = 2.43 W/kg; SAR(10 g) = 1.59 W/kg
Maximum value of SAR (measured) = 2.85 W/kg

0 dB = 2.85 W/kg = 4.55 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/30

System Check_Head_1750MHz

DUT: D1750V2-1068 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220430 Medium parameters used: f = 1750 MHz; σ = 1.35 S/m; εr = 40.531; ρ 
= 1000 kg/m3

Ambient Temperature：23.7 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7306; ConvF(8.4, 8.4, 8.4) @ 1750 MHz; Calibrated: 2021/7/26
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2021/5/21
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 12.6 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 100.1 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 15.2 W/kg
SAR(1 g) = 8.4 W/kg; SAR(10 g) = 4.49 W/kg
Maximum value of SAR (measured) = 12.9 W/kg

0 dB = 12.9 W/kg = 11.11 dBW/kg



0 dB = 2.49 W/kg = 3.96 dBW/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/30

System Check_Head_1750MHz

DUT: D1750V2-1068

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220430 Medium parameters used: f = 1750 MHz; σ = 1.35 S/m; εr = 40.531; ρ
= 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(8.52, 8.52, 8.52) @ 1750 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.75 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 44.95 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 3.07 W/kg
SAR(1 g) = 1.72 W/kg; SAR(10 g) = 0.912 W/kg
Maximum value of SAR (measured) = 2.49 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/9

System Check_Head_1750MHz

DUT: D1750V2-1068 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220509 Medium parameters used: f = 1750 MHz; σ = 1.374 S/m; εr = 40.643; 
ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(8.52, 8.52, 8.52) @ 1750 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.88 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 47.30 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 3.42 W/kg
SAR(1 g) = 1.87 W/kg; SAR(10 g) = 1 W/kg
Maximum value of SAR (measured) = 2.88 W/kg

0 dB = 2.88 W/kg = 4.59 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/12

System Check_Head_1750MHz

DUT: D1750V2-1068 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220512 Medium parameters used: f = 1750 MHz; σ = 1.359 S/m; εr = 40.675; 
ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(8.52, 8.52, 8.52) @ 1750 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 15.4 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 104.4 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 16.6 W/kg
SAR(1 g) = 9.23 W/kg; SAR(10 g) = 4.95 W/kg
Maximum value of SAR (measured) = 14.0 W/kg

0 dB = 14.0 W/kg = 11.46 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/15

System Check_Head_1750MHz

DUT: D1750V2-1068 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220515 Medium parameters used: f = 1750 MHz; σ = 1.39 S/m; εr = 40.939; ρ 

= 1000 kg/m3

Ambient Temperature：23.4 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(8.52, 8.52, 8.52) @ 1750 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 15.3 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 111.1 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 19.9 W/kg
SAR(1 g) = 10.0 W/kg; SAR(10 g) = 5.18 W/kg
Maximum value of SAR (measured) = 15.7 W/kg

0 dB = 15.7 W/kg = 12.23 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/3/31

System Check_Head_1900MHz

DUT: D1900V2-5d041 

Communication System:  CW; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220331 Medium parameters used: f = 1900 MHz; σ = 1.422 S/m; εr = 38.949; 

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7306; ConvF(8.12, 8.12, 8.12) @ 1900 MHz; Calibrated: 2021/7/26
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1696; Calibrated: 2021/11/3
- Phantom: P1aP2a_Twin-SAM_V4.0_(30deg)_Right; Type: QD 000 P40 CC; Serial: 1303
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.98 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 45.95 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 3.39 W/kg
SAR(1 g) = 2.04 W/kg; SAR(10 g) = 1.11 W/kg
Maximum value of SAR (measured) = 2.96 W/kg

0 dB = 2.96 W/kg = 4.71 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/21

System Check_Head_1900MHz

DUT: D1900V2-5d041 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220421 Medium parameters used: f = 1900 MHz; σ = 1.447 S/m; εr = 40.429; 
ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7439; ConvF(8.27, 8.27, 8.27) @ 1900 MHz; Calibrated: 2022/3/2
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn376; Calibrated: 2021/11/22
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 3.10 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 44.71 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 3.82 W/kg
SAR(1 g) = 2.04 W/kg; SAR(10 g) = 1.07 W/kg
Maximum value of SAR (measured) = 3.14 W/kg

0 dB = 3.14 W/kg = 4.97 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/27

System Check_Head_1900MHz

DUT: D1900V2-5d041 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220427 Medium parameters used: f = 1900 MHz; σ = 1.439 S/m; εr = 39.113; 
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;   Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7439; ConvF(8.27, 8.27, 8.27) @ 1900 MHz; Calibrated: 2022/3/2
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn376; Calibrated: 2021/11/22
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 3.09 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 44.76 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 3.80 W/kg
SAR(1 g) = 2.03 W/kg; SAR(10 g) = 1.06 W/kg
Maximum value of SAR (measured) = 3.12 W/kg

0 dB = 3.12 W/kg = 4.94 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/27

System Check_Head_1900MHz

DUT: D1900V2-5d093 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220427 Medium parameters used: f = 1900 MHz; σ = 1.439 S/m; εr = 39.113; 
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;   Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3184; ConvF(5.22, 5.22, 5.22) @ 1900 MHz; Calibrated: 2021/9/23
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2021/5/21
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 13.5 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 93.72 V/m; Power Drift = -0.18 dB
Peak SAR (extrapolated) = 17.6 W/kg
SAR(1 g) = 9.83 W/kg; SAR(10 g) = 5.22 W/kg
Maximum value of SAR (measured) = 12.2 W/kg

0 dB = 12.2 W/kg = 10.86 dBW/kg



0 dB = 3.22 W/kg = 5.08 dBW/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/1

System Check_Head_1900MHz

DUT: D1900V2-5d041

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220501 Medium parameters used: f = 1900 MHz; σ = 1.428 S/m; εr = 39.013;
ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(8.33, 8.33, 8.33) @ 1900 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 3.41 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 49.05 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 3.89 W/kg
SAR(1 g) = 2.15 W/kg; SAR(10 g) = 1.13 W/kg
Maximum value of SAR (measured) = 3.22 W/kg



0 dB = 2.90 W/kg = 4.62 dBW/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/1

System Check_Head_1900MHz

DUT: D1900V2-5d041

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220501 Medium parameters used: f = 1900 MHz; σ = 1.428 S/m; εr = 39.013;
ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7439; ConvF(8.27, 8.27, 8.27) @ 1900 MHz; Calibrated: 2022/3/2
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn376; Calibrated: 2021/11/22
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.93 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 45.43 V/m; Power Drift = -0.18 dB
Peak SAR (extrapolated) = 3.48 W/kg
SAR(1 g) = 1.85 W/kg; SAR(10 g) = 0.962 W/kg
Maximum value of SAR (measured) = 2.90 W/kg



0 dB = 3.43 W/kg = 5.35 dBW/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/9

System Check_Head_1900MHz

DUT: D1900V2-5d041

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220509 Medium parameters used: f = 1900 MHz; σ = 1.389 S/m; εr = 40.54; ρ
= 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(8.33, 8.33, 8.33) @ 1900 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 3.46 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 51.59 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 4.08 W/kg
SAR(1 g) = 2.2 W/kg; SAR(10 g) = 1.14 W/kg
Maximum value of SAR (measured) = 3.43 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/12

System Check_Head_1900MHz

DUT: D1900V2-5d041 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220512 Medium parameters used: f = 1900 MHz; σ = 1.435 S/m; εr = 39.127; 
ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(8.33, 8.33, 8.33) @ 1900 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501) 

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 16.0 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 107.5 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 18.3 W/kg
SAR(1 g) = 9.65 W/kg; SAR(10 g) = 5.02 W/kg
Maximum value of SAR (measured) = 14.9 W/kg

0 dB = 14.9 W/kg = 11.73 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/12

System Check_Head_1900MHz

DUT: D1900V2-5d041 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220512 Medium parameters used: f = 1900 MHz; σ = 1.435 S/m; εr = 39.127; 

ρ = 1000 kg/m3

Ambient Temperature：23.5 ℃;   Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3184; ConvF(5.22, 5.22, 5.22) @ 1900 MHz; Calibrated: 2021/9/23
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2021/5/21
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=250mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 13.9 W/kg

Pin=250mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 98.35 V/m; Power Drift = -0.19 dB
Peak SAR (extrapolated) = 19.4 W/kg
SAR(1 g) = 10.4 W/kg; SAR(10 g) = 5.38 W/kg
Maximum value of SAR (measured) = 13.4 W/kg

0 dB = 13.4 W/kg = 11.27 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/15

System Check_Head_1900MHz

DUT: D1900V2-5d041 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220515 Medium parameters used: f = 1900 MHz; σ = 1.406 S/m; εr = 40.686; 

ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;   Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7375; ConvF(8.33, 8.33, 8.33) @ 1900 MHz; Calibrated: 2021/12/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2021/7/14
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version52.10 (4);SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 3.48 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 51.37 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 4.11 W/kg
SAR(1 g) = 2.23 W/kg; SAR(10 g) = 1.16 W/kg
Maximum value of SAR (measured) = 3.47 W/kg

0 dB = 3.47 W/kg = 5.40 dBW/kg



0 dB = 4.25 W/kg = 6.28 dBW/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/4/19

System Check_Head_2450MHz

DUT: D2450V2-736

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1
Medium: HSL_2450_220419 Medium parameters used: f = 2450 MHz; σ = 1.8 S/m; εr = 39.388; ρ
= 1000 kg/m3

Ambient Temperature：23.7 ℃;   Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7439; ConvF(7.68, 7.68, 7.68) @ 2450 MHz; Calibrated: 2022/3/2
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn376; Calibrated: 2021/11/22
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 4.20 W/kg

Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 50.40 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 5.20 W/kg
SAR(1 g) = 2.54 W/kg; SAR(10 g) = 1.2 W/kg
Maximum value of SAR (measured) = 4.25 W/kg



0 dB = 15.9 W/kg = 12.01 dBW/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2022/5/8

System Check_Head_2450MHz

DUT: D2450V2-929

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1
Medium: HSL_2450_220508 Medium parameters used: f = 2450 MHz; σ = 1.753 S/m; εr = 39.68; ρ
= 1000 kg/m3

Ambient Temperature：23.3 ℃;   Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3184; ConvF(4.6, 4.6, 4.6) @ 2450 MHz; Calibrated: 2021/9/23
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn778; Calibrated: 2021/5/21
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1801
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7501)

Pin=250mW/Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 16.2 W/kg

Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 96.84 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 21.2 W/kg
SAR(1 g) = 12.4 W/kg; SAR(10 g) = 6.07 W/kg
Maximum value of SAR (measured) = 15.9 W/kg




