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FCC Statement for frequency bands, intended to use in the US

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 74 (DHT800, DPT800) and 15 
(DSR800) of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. 
This equipment generates, uses, and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may 
cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If 
this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the 
user is encouraged to try to correct the interference by one or more of the following measures:
– Reorient or relocate the receiving antenna.
– Increase the separation between the equipment and the receiver.
– Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
– Consult the dealer or an experienced radio/TV technician for help.
Shielded cables and I/O cords must be used for this equipment to comply with the relevant FCC regulations.
Changes or modifications not expressly approved in writing by AKG Acoustics may void the user’s authority to operate this equipment.

This device (DSR800) complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause 
harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation.

 AKG ACOUSTICS GMBH, LAXENBURGER STRASSE 254, 1230 VIENNA AUSTRIA
 AKG ACOUSTICS, U.S., 8500 BALBOA BOULEVARD, NORTHRIDGE, CA 93129, U.S.A.
 
© 2015 HARMAN International Industries, Incorporated. All rights reserved. AKG is a trademark of AKG Acoustics GmbH, registered in the United 
States and/or other countries. Features, specifications and appearance are subject to change without notice.

Para mais informações transfira o instruções de uso em PDF a partir do site www.akg.com.
Este produto corresponde às normas citadas na declaração de conformidade, que pode pedir na nossa página da web www.akg.com, ou 
enviando-nos un email para sales@akg.com.
Especificações sujeitas a mudanças sem aviso prévio.

PT

Obtendrá más información en el modo de empleo que puede descargar en format PDF en www.akg.com.
Este aparato conrresponde a las normas citadas en la declaración de conformidad. Esta última está disponible en el sitio www.akg.com o 
puede ser solicitada al correo electrónico sales@akg.com.
Nos reservamos el derecho de introducir modificaciones técnicas.

ES

Pour toutes informations complémentaires, consultez le mode d’emploi à télécharcher au format PDF sur le site www.akg.com.
Ce produit est conforme aux normes citées dans la Déclaration de Conformité, dont vous pouvez prendre connaissance en consultant le site 
www.akg.com ou en adressant un e-mail à sales@akg.com.
Ces caractéristiques sont susceptibles de modifications.

FR

Ulteriori informazioni sono disponibili nelle istruzioni per l’uso, scaricabili in formato PDF dal sito www.akg.com.
Questo prodotto corrisponde alle norme elencate nella dichiarazione di conformità, che è disponibile sul sito www.akg.com oppure all’indirizzo 
email sales@akg.com.
Ci riserviamo il diritto di effettuare modifiche tecniche.

IT

Further information can be found in the operating instructions as a PDF download from www.akg.com.
This product conforms to the standards listed in the Declaration of Conformity. To order a free copy of the Declaration of Conformity, visit 
www.akg.com or contact sales@akg.com.
Specifications subject to change without notice.

EN

Weitere Informationen finden Sie in der Bedienungsanleitung als PDF Download unter www.akg.com.
Dieses Produkt entspricht den in der Komformitätserklärung angegebenen Normen. Sie können die Konformitätserklärung auf www.akg.com 
herunterladen oder per E-Mail an sales@akg.com anfordern.
Technische Änderungen vorbehalten.
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