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ISSUED BY: Bureau Veritas Consumer Products Services 
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This report is for your exclusive use. Any copying or replication of this report to or for any other person or entity, or use of our name or trademark, is 
permitted only with our prior written permission. This report sets forth our findings solely with respect to the test samples identified herein. The results 
set forth in this report are not indicative or representative of the quality or characteristics of the lot from which a test sample was taken or any similar or 
identical product unless specifically and expressly noted. Our report includes all of the tests requested by you and the results thereof based upon the 
information that you provided to us. You have 60 days from date of issuance of this report to notify us of any material error or omission caused by our 
negligence, provided, however, that such notice shall be in writing and shall specifically address the issue you wish to raise. A failure to raise such 
issue within the prescribed time shall constitute your unqualified acceptance of the completeness of this report, the tests conducted and the correctness 
of the report contents. Unless specific mention, the uncertainty of measurement has been explicitly taken into account to declare the compliance or 
non-compliance to the specification. 

 

This report should not be used by the client to claim 
product certification, approval, or endorsement by 
TAF or any government agencies.  
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1. CERTIFICATION 

PRODUCT: Kyocera phone 

MODEL NO.: C6725 

BRAND:  Kyocera 

APPLICANT: Kyocera Communications, Inc. c/o Kyocera Corporation 

TESTED: Nov. 26, 2013 

TEST SAMPLE: Identical Prototype 

STANDARDS: FCC Part 15, Subpart C (Section 15.247) 

ANSI C63.10-2009 

 

 

 

The above equipment (model: C6725) has been tested by Bureau Veritas 

Consumer Products Services (H.K.) Ltd., Taoyuan Branch, and found compliance 

with the requirement of the above standards. The test record, data evaluation & 

Equipment Under Test (EUT) configurations represented herein are true and accurate 

accounts of the measurements of the sampleôs EMC characteristics under the 

conditions specified in this report. 

 

 

 

PREPARED BY : 

 

, DATE : Dec. 18, 2013 

  Gina Liu / Specialist   

 

APPROVED BY 

 

: 

 

, DATE : Dec. 18, 2013 

  Sam Chen / Assistant Manager   
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2. SUMMARY OF TEST RESULTS 

The EUT has been tested according to the following specifications: 

APPLIED STANDARD: FCC PART 15, SUBPART C (SECTION 15.247) 

STANDARD 

SECTION 
TEST TYPE RESULT REMARK 

15.207 AC Power Conducted Emission PASS 

Meet the requirement of limit. 
Minimum passing margin is  

-9.31dB at 13.55469MHz. 

15.247(d) 

15.209 
Radiated Emissions PASS 

Meet the requirement of limit. 

Minimum passing margin is 

-5.53dB at 2483MHz. 

15.247(d) Band Edge Measurement PASS Meet the requirement of limit. 

15.247(a)(2) 6dB bandwidth PASS Meet the requirement of limit. 

15.247(b) Conducted power PASS Meet the requirement of limit. 

15.247(e) Power Spectral Density PASS Meet the requirement of limit. 

15.203 Antenna Requirement PASS No antenna connector is used. 

2.1 MEASUREMENT UNCERTAINTY 

Where relevant, the following measurement uncertainty levels have been estimated 
for tests performed on the EUT as specified in CISPR 16-4-2: 

MEASUREMENT FREQUENCY UNCERTAINTY 

Conducted emissions 9kHz~30MHz 2.44 dB 

Radiated emissions 

30MHz ~ 200MHz  2.93 dB 

200MHz ~1000MHz 2.95 dB 

1GHz ~ 18GHz 2.26 dB 

18GHz ~ 40GHz 1.94 dB 

This uncertainty represents an expanded uncertainty expressed at approximately the 
95% confidence level using a coverage factor of k = 2. 
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3. GENERAL INFORMATION 

 3.1 GENERAL DESCRIPTION OF EUT 

EUT Kyocera phone 

MODEL NO. C6725 

POWER SUPPLY 
5.0Vdc (adapter or host equipment) 
3.8Vdc (Li-ion battery) 

MODULATION TYPE 
CCK, DQPSK, DBPSK for DSSS 

64QAM, 16QAM, QPSK, BPSK for OFDM 

MODULATION TECHNOLOGY DSSS, OFDM 

TRANSFER RATE 

802.11b:11.0/ 5.5/ 2.0/ 1.0Mbps 

802.11g: 54.0/ 48.0/ 36.0/ 24.0/ 18.0/ 12.0/ 9.0/ 6.0Mbps 

802.11n: up to MCS7 

OPERATING FREQUENCY  2412 ~ 2462MHz 

NUMBER OF CHANNEL 
11 for 802.11b, 802.11g, 802.11n (20MHz) 

7 for 802.11n (40MHz) 

OUTPUT POWER 267.917mW for 2412 ~ 2462MHz 

ANTENNA TYPE monopole antenna with -1dBi gain 

ANTENNA CONNECTOR NA 

DATA CABLE Refer to Note as below 

I/O PORTS Refer to userôs manual 

ACCESSORY DEVICES Refer to Note as below 

NOTE: 

1. The EUT contains following accessory devices. 

ITEM BRAND MODEL SPECIFICATION 

AC Adapter Kyocera SCP-42ADT 
I/P: 100-240Vac, 50/60Hz, 200mA 
O/P: 5Vdc, 1000mA 

Battery Kyocera SCP-59LBPS 3.8Vdc, 2000mAh 

Earphone GALIEN HF-HB04D -- 

USB Cable Kyocera SCP-11SDC 1.2m non-shielded cable w/o core 

2. The EUT provides one completed transmitter and one receiver. 

MODULATION MODE TX FUNCTION 

802.11b 1TX 

802.11g 1TX 

802.11n (20MHz) 1TX 

3. The above EUT information is declared by the manufacturer and for more detailed features 
description, please refer to the manufacturer's specifications or User's Manual. 
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 3.2 DESCRIPTION OF TEST MODES 

 

FOR 2.4GHz: 

11 channels are provided for 802.11b, 802.11g and 802.11n (20MHz): 

CHANNEL FREQUENCY CHANNEL FREQUENCY 

1 2412MHz 7 2442MHz 

2 2417MHz 8 2447MHz 

3 2422MHz 9 2452MHz 

4 2427MHz 10 2457MHz 

5 2432MHz 11 2462MHz 

6 2437MHz   
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 3.2.1 TEST MODE APPLICABILITY AND TESTED CHANNEL DETAIL 
 
 

EUT 

CONFIGURE 

MODE 

APPLICABLE TO 
DESCRIPTION 

RE²1G RE<1G PLC APCM 

- ã ã ã ã - 

 
Where RE²1G: Radiated Emission above 1GHz  RE<1G: Radiated Emission below 1GHz 

 PLC: Power Line Conducted Emission APCM: Antenna Port Conducted Measurement  

NOTE:  The EUT had been pre-tested on the positioned of each 3 axis. The worst case was found when positioned on 
Z-plane.   

RADIATED EMISSION TEST (ABOVE 1GHz): 

 Pre-Scan has been conducted to determine the worst-case mode from all possible combinations 

between available modulations, data rates and antenna ports (if EUT with antenna diversity 

architecture). 

 Following channel(s) was (were) selected for the final test as listed below. 

RADIATED EMISSION TEST (BELOW 1GHz): 

 Pre-Scan has been conducted to determine the worst-case mode from all possible combinations 

between available modulations, data rates and antenna ports (if EUT with antenna diversity 

architecture). 

 Following channel(s) was (were) selected for the final test as listed below. 

POWER LINE CONDUCTED EMISSION TEST: 

 Pre-Scan has been conducted to determine the worst-case mode from all possible combinations 

between available modulations, data rates and antenna ports (if EUT with antenna diversity 

architecture).  

 Following channel(s) was (were) selected for the final test as listed below. 

MODE 
AVAILABLE 

CHANNEL 

TESTED 

CHANNEL 

MODULATION 

TECHNOLOGY 

MODULATION 

TYPE 

DATA RATE 

(Mbps) 

802.11b 1 to 11 1, 6, 11 DSSS DBPSK 1.0 

802.11g 1 to 11 1, 6, 11 OFDM BPSK 6.0 

802.11n (20MHz) 1 to 11 1, 6, 11 OFDM BPSK MCS0 

MODE 
AVAILABLE 

CHANNEL 

TESTED 

CHANNEL 

MODULATION 

TECHNOLOGY 

MODULATION 

TYPE 

DATA RATE 

(Mbps) 

802.11g 1 to 11 6 OFDM BPSK 6.0 

MODE 
AVAILABLE 

CHANNEL 

TESTED 

CHANNEL 

MODULATION 

TECHNOLOGY 

MODULATION 

TYPE 

DATA RATE 

(Mbps) 

802.11g 1 to 11 6 OFDM BPSK 6.0 








































































