
Test Laboratory: Compliance Certification Service Inc. SAR Lab 01                                  Date: 2013/06/06 

20130606_System check_Diple2450v2 SN728 

Frequency: 2450 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.5C 

Medium parameters used (interpolated): f = 2450 MHz; σ = 1.936 S/m; εr = 50.863; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg  

- Electronics: DAE4 Sn558; Calibrated: 2012/07/19 

- Probe: EX3DV4 - SN3554; ConvF(6.06, 6.06, 6.06); Calibrated: 2012/09/27;  

- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

- Phantom: ELI 4.0; Type: QDOVA001BA; Serial: 1056 

 

Body/Pin=100mW, d=10mm/Area Scan (7x9x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 7.66 W/kg 

 

Body/Pin=100mW, d=10mm/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 

Reference Value = 64.865 V/m; Power Drift = 0.07 dB 

Peak SAR (extrapolated) = 10.1 W/kg 

SAR(1 g) = 4.86 W/kg; SAR(10 g) = 2.29 W/kg 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 8.03 W/kg 

  

 
0 dB = 8.03 W/kg = 9.05 dBW/kg 

 

  



Test Laboratory: Compliance Certification Service Inc. SAR Lab 01                                  Date: 2013/06/06 

20130606_System check_Diple2450v2 SN728 

Frequency: 2450 MHz; Duty Cycle: 1:1 

 

Body/Pin=100mW, d=10mm/Z Scan (1x1x11): Measurement grid: dx=20mm, dy=20mm, dz=10mm 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 5.14 W/kg 

 

 



Test Laboratory: Compliance Certification Service Inc. SAR Lab 01                                  Date: 2013/06/06 

WiFi 2.4GHz Band 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.5C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.918 S/m; εr = 50.903; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg  

- Electronics: DAE4 Sn558; Calibrated: 2012/07/19 

- Probe: EX3DV4 - SN3554; ConvF(6.06, 6.06, 6.06); Calibrated: 2012/09/27;  

- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

- Phantom: ELI 4.0; Type: QDOVA001BA; Serial: 1056 

 

Front Side/Touch/802.11b/CH6/Area Scan (8x7x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 1.02 W/kg 

 

Front Side/Touch/802.11b/CH6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 

Reference Value = 1.394 V/m; Power Drift = 0.10 dB 

Peak SAR (extrapolated) = 1.54 W/kg 

SAR(1 g) = 0.546 W/kg; SAR(10 g) = 0.260 W/kg 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 1.08 W/kg 

  

 

  



Test Laboratory: Compliance Certification Service Inc. SAR Lab 01                                  Date: 2013/06/06 

WiFi 2.4GHz Band 

Frequency: 2437 MHz; Duty Cycle: 1:1 

 

Front Side/Touch/802.11b/CH6/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 0.690 W/kg 

 

  



Test Laboratory: Compliance Certification Service Inc. SAR Lab 01                                  Date: 2013/06/06 

WiFi 2.4GHz Band 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.5C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.918 S/m; εr = 50.903; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg  

- Electronics: DAE4 Sn558; Calibrated: 2012/07/19 

- Probe: EX3DV4 - SN3554; ConvF(6.06, 6.06, 6.06); Calibrated: 2012/09/27;  

- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

- Phantom: ELI 4.0; Type: QDOVA001BA; Serial: 1056 

 

Rear Side/Touch/802.11b/CH6/Area Scan (8x7x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 0.717 W/kg 

 

Rear Side/Touch/802.11b/CH6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 

Reference Value = 0.557 V/m; Power Drift = 0.14 dB 

Peak SAR (extrapolated) = 1.38 W/kg 

SAR(1 g) = 0.508 W/kg; SAR(10 g) = 0.221 W/kg 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 0.940 W/kg 

  

 

  



Test Laboratory: Compliance Certification Service Inc. SAR Lab 01                                  Date: 2013/06/06 

WiFi 2.4GHz Band 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.5C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.918 S/m; εr = 50.903; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg  

- Electronics: DAE4 Sn558; Calibrated: 2012/07/19 

- Probe: EX3DV4 - SN3554; ConvF(6.06, 6.06, 6.06); Calibrated: 2012/09/27;  

- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

- Phantom: ELI 4.0; Type: QDOVA001BA; Serial: 1056 

 

Edge/Edge1/802.11b/CH6/Area Scan (6x9x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 0.698 W/kg 

 

Edge/Edge1/802.11b/CH6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 

Reference Value = 15.126 V/m; Power Drift = 0.13 dB 

Peak SAR (extrapolated) = 1.50 W/kg 

SAR(1 g) = 0.438 W/kg; SAR(10 g) = 0.171 W/kg 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 1.05 W/kg 

  

 

  



Test Laboratory: Compliance Certification Service Inc. SAR Lab 01                                  Date: 2013/06/06 

WiFi 2.4GHz Band 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.5C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.918 S/m; εr = 50.903; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg  

- Electronics: DAE4 Sn558; Calibrated: 2012/07/19 

- Probe: EX3DV4 - SN3554; ConvF(6.06, 6.06, 6.06); Calibrated: 2012/09/27;  

- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

- Phantom: ELI 4.0; Type: QDOVA001BA; Serial: 1056 

 

Edge/Edge4/802.11b/CH6/Area Scan (8x10x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 0.0663 W/kg 

 

Edge/Edge4/802.11b/CH6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 

Reference Value = 3.130 V/m; Power Drift = 0.17 dB 

Peak SAR (extrapolated) = 0.348 W/kg 

SAR(1 g) = 0.061 W/kg; SAR(10 g) = 0.031 W/kg 

Info: Interpolated medium parameters used for SAR evaluation. 

Maximum value of SAR (measured) = 0.254 W/kg 

  

 



















































Compliance Certification Services Inc. 

                                         Report No.: T130522W04-SF                                                        

   

Setup Photos 

 

Rear Touch position 

 

Edge4 position 



 
Edge1 position 
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