
• Most widely used stadium antenna
• Large box indoor coverage
• Includes flexible stadium bracket
• Broadband radiators
• Suitable for LTE/CDMA/UMTS/GSM
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Frequency: 750 MHz

All Specifications are subject to change.  
Refer to www.cssantenna.com for the most current information

www.cssantenna.com
410-612-0080

customerservice@cssantenna.com
Page 3 of 12

1/21/2013



-25

-15

-5

5

15
0

10
20

30

40

50

60

70

80

90

100

110

120

130

140

150
160

170
180

190
200

210

220

230

240

250

260

270

280

290

300

310

320

330
340

350

XEA-FRO-130

Horizontal Pat

Vertical Pat

Frequency: 850 MHz

All Specifications are subject to change.  
Refer to www.cssantenna.com for the most current information

www.cssantenna.com
410-612-0080

customerservice@cssantenna.com
Page 4 of 12

1/21/2013



-25

-15

-5

5

15
0

10
20

30

40

50

60

70

80

90

100

110

120

130

140

150
160

170
180

190
200

210

220

230

240

250

260

270

280

290

300

310

320

330
340

350

XEA-FRO-130

Horizontal Pat

Vertical Pat

Frequency: 1780 MHz
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Frequency: 1920 MHz
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Frequency: 2120 MHz
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