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Con
n

ect pillow
 speaker

A 1/4 stereo style pillow
 speaker jack js on the side of the TV. 

Please connect to the pillow
 speaker jack and select the pillow

 

speaker sw
itch to the on m

ode.

Note:  If the pillow
 speaker is connected.. no sound w

ill be heared from
 the TV 

speaker.Also,Auto volum
e w

ill be grayed out and not accessible on the 

Sound m
enu. U

se a pillow
 speaker that is a U

L recognized pendant control 

bearing the w
arm

ing:"Risk of fire if used in oxygen enriched atm
osphere. 

Keep pendant control aw
ay from

 oxygen equipm
ent."
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Pillow
 speaker choose the type of pillow

 speaker you use. 

Digital or Analog.

Video
M

PG2
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pillow
 speaker–

choose the type of pillow
 speaker you use 

Digital or Analog.

Note: If you choose the wrong pillow speaker type, the TV won’t be 
             work with it.
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M
odel

TV
 type

TV
 pan

el

TV
 system

R
eceivin

g ch
an

n
els

A
u

dio ou
t

P
ow

er requ
irem

en
t

P
ow
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su

m
ption

(w
ith

 M
ax backligh

t)

W
eigh

t

D
im

en
sion

s
(W

×
H

×
D

 w
ith

 stan
d)

W
all M
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n
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g

 V
ESA

 Size

In
pu

t term
in

als

O
u

tpu
t term

in
als

Con
trol term

in
als

V
ideo In

pu
t

Com
pon

en
t In

pu
t

P
C In

pu
t

H
D

M
I In

pu
t

W
all-m

ou
n

t
screw

s pattern

A
u

dio m
u

ltiples

LH
D32K366H

S

LED

32-inch TFT LED

N
TSC-M

, ATSC

BTSC  system

AC 120V, 60H
z

55W

19.84 lbs (9 kg)

100×
100 m

m

M
4 (4 pc)

Com
posite video/L and R audio (1)

Com
ponent video/L and R audio (1)

H
DM

I (2)
VGA/audio (1)
AN

T/Cable In (1)
U

SB (1)    

480I/60H
z        480P/60H

z
720P/60H

z
1080I/60H

z      1080P/60H
z

VGA (640×
480  60H

z)
SVGA (800×

600 60H
z)

SGA (1024×
768 60H

z)

RGB/60H
z (640×

480  800×
600  1024×

768)
YU

V/60H
z (480I  480P  720P  1080I  1080P)

Digital Coaxial Audio (1)
H

eadphone (1)

SERVICE PORT (2)
N

TSC-M

29.55 ×
 20.31 ×

 7.87 in
750.6 ×

 516 ×
 200 m

m

5W
×

2

VH
F: 2-13  U

H
F: 14-69  CATV: 1-125  CADTV: 1-135  DTV: 2-69
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