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Power Saver

Power Saver

Model
TV type

TV panel
TV system

Receiving channels

Audio out
Power requirement
Power consumption

(with Max backlight)

Weight

Dimensions
(W×H×D with stand)

Wall Mounting
 VESA Size

Input terminals

Output terminals

Control terminals
Video Input

Component Input

PC Input

HDMI Input

Wall-mount
screws pattern

Audio multiples

LHD32K366MH
LED LED LED

LHD39A300MH LTDN42A300MH

39-inch TFT LED 42-inch TFT LED32-inch TFT LED
NTSC-M, ATSC

BTSC  system

AC 120V, 60Hz
50W

18.96lbs (8.6kg) 25.74lbs (11.7Kg) 28.7lbs (13kg)
100×100mm

M4 (4 pc)

200×200mm

M6 (4 pc)

200×200mm

M6 (4 pc)

Composite video/L and R audio (1)
Component video/L and R audio (1)
HDMI (2)
VGA/audio (1)
ANT/Cable In (1)
USB (1)    

480I/60Hz        480P/60Hz
720P/60Hz
1080I/60Hz      1080P/60Hz

VGA (640×480  60Hz)
SVGA (800×600 60Hz)
SGA (1024×768 60Hz)

RGB/60Hz (640×480  800×600  1024×768)
YUV/60Hz (480I  480P  720P  1080I  1080P)

Digital Coaxial Audio (1)
Headphone (1)

SERVICE PORT (2)
NTSC-M

29.04×19.89×7.87 in
737.5×505.1×200 mm

34.81×22.99×8.86 in
884.2×584×225 mm

37.59×24.48×8.86 in
954.8×621.8×225 mm

85W 90W

5W×2 7W×2 8W×2

VHF: 2-13  UHF: 14-69  CATV: 1-125  CADTV: 1-135  DTV: 2-69
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