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SATIMO

Tha microwsye visson company

SAR Reference Dipole Calibration Report

Ref: ACR.170.1.14.SATU.A

SIEMIC TESTING AND CERTIFICATION
SERVICES
ZONE A.FLOOR 1,BUILDING 2,WAN YE LONG
TECHNOLOGY PARK,SOUTH SIDE OF ZHOUSHI ROAD,
SHIYAN STREET,BAO'AN DISTRICT, SHENZHEN 518108 ,
GUANGDONG , P.R.C.
SATIMO COMOSAR REFERENCE DIPOLE
FREQUENCY: 835 MHZ
SERIAL NO.: SN 18/11 DIPC150

Calibrated at SATIMO US
2105 Barrett Park Dr. - Kennesaw, GA 30144

Summary:

This document presents the method and results from an aceredited SAR. reference dipole calibration
performed 1n SATIMO TUSA using the COMOSAR test bench. All calibration results are traceable
to national metrelogy institutions.
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1 INTRODUCTION

This document contains a summary of the requirements set forth by the IEEE 1528, OET 65 Bulletin
C and CELIEC 62209 standards for reference dipoles used for SAR measurement system validations
and the measurements that were performed to verify that the product complies with the fore

mentioned standards.

2 DEVICE UNDER TEST

Device Under Test

Device Type COMOSAR. 835 MHz REFERENCE DIPOLE
Manufacturer Satimo

Model SID833

Serial Mumber SN 18/11 DIPC1350

Product Condition (new / used)

A yearly calibration interval 1s recommended.

3 PRODUCT DESCRIPTION

3.1 GENEERAL INFORMATION

Satimo’s COMOSAR Validation Dipoles are built in accordance to the IEEE 1528, OET 65 Bulletin

C and CEL'IEC 62209 standards. The product is designed for use with the COMOSAR test bench
only.

Figure 1 — Sarimo COMOSAR Validarion Dipole

Fage: 4/10

Thiz document shall not be repreduced, except in full or in part, without the written approval gf SATINMO.
The information contained herein iz fo be used only for the purpose for which ir iz submitted and is not o
be released in wheole or part without written approval gf SATIMO.




5

S l E M I C Test Report 15071014-FCC-H

SLOBAL TESTING & CERTIFICATIONS Page 71 of 92

B OB RE CAB

SAR REFERENCE DIPOLE CALIBRATION REPORT Ref ACR.170.1.14.3ATUA
SATIMO

4 MEASUREMENT METHOD

The IEEE 1328, OET 65 Bulletin C and CELITEC 62209 standards provide requirements for
reference dipoles used for system wvalidation measurements. The following measurements were
performed to verify that the product complies with the fore mentioned standards.

41 ERETUENLOSS REQUIREMENTS

The dipole used for SAR system validation measurements and checks must have a return loss of -20
dB or better. The return loss measurement shall be performed against a liquad filled flat phantom,
with the phantom constucted as outlined in the fore mentioned standards.

42 MECHANICAL REQUIREMENTS

The TEEE Std 1328 and CELTEC 62209 standards specify the mechanical components and
dimensions of the validation dipoles. with the dimensions frequency and phantom shell thickness
dependent. The COMOSAFR. test bench emplovs a 2 mum phantom shell thickness therefore the
dipoles sold for use with the COMOSAR. test bench comply with the requirements set forth for a 2
mun phantom shell thickness.

5 MEASUREMENT UNCERTAINTY

All uncertainties listed below represent an expandesd uncertainty expressed at approximately the 95%
confidence level using a coverage factor of k=2, traceable to the Internationally Accepted Guides to
Measurement Uncertainty.

3.1 RETURNLOSS

The following uncertainties apply to the return loss measurement:

Frequency band Expanded Uncertainty on Return Loss

400-6000MHz 0.1dB

5.2 DIMENSION MEASUREMENT

The following uncertainties apply to the dimension measurements:

Length (mm) Expanded Uncertainty on Length
3-300 0.02 mm

533 NALIDATION MEASUREMENT
The guidelines outlined in the IEEE 1528, OET 65 Bulletin C, CENELEC EN50361 and CELIEC

62209 standards were followed to generate the measurement uncertainty for walidation
MEasUTements.

Scan Volume Expanded Uncertainty
lg 20.3 %
10g 201 %
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6 CALIBRATION MEASUREMENT RESULTS

6.1 RETURN LOSS AND IMPEDANCE
Fraquency. MHz
715 A0 780 800 820 B40  B60 8A0 900 920 935
3
5 -
Freguency (MHz) Return Loss (dB) Requirement (dB) Impedance
835 -26.34 =20 480+13;0
6.2 MECHANICAT DIMENSIONS
Frequency MHz L mm h mm d mm
required measured required measured required measured

300 4200 £1 %, 250.0 £1 %, 6.35+1 %,

450 2900 +1 % 166.7 +1 %. 6.35+1%

750 1760 £1 % 100.0 +1 %. 6.35 1 %.

835 161.0 +1 %, PASS BO.B£1%. PASS 3641 % PASS
900 1490 £1 %, 833+1%. 3.6+ %

1450 89.1 1] % 51.7 £1 %. 36+l %

1500 805 +1 %, 50.0 1 . 3.6+ %

1640 790 £1 % 45.7 £1 %. 3.6 +1 %.

1750 7521 % 4291 %, 3.6+ %

1800 72.0 £]1 % 41.7 £1 %. 36+l %

1900 680 1 %, 3951 %, 3.6+ %

1950 663 £1 ¥ 3851 %. 3.6 +1 %.

2000 645 +1 ¥ 3751 %, 3.6+ %

2100 B61.0 £1 % 35.7 £1 %. 36+xl%

2300 5551 % 3261 % 3.6+ %

2450 51541 % 30.4 1 %. 3.6 +1 %,

2600 485 +1 ¥ 288 1 %. 36+l %

3000 415 1 % 25.0 £1 %. 3.6 +1 %,

3500 37.021 % 26.4 £1 %. 3.6 +1 %.

3700 34.7£1 % 26.4+1%. 36+ %
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Liquid depthe 15cm
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Right Head Touch View

Right Head Tilt View
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Left Head Touch View

Left Head Tilt View
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Body Setup Photo (LCD UP)
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Body Setup Photo (RIGHT EDGE)
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Body Setup Photo (BOTTOM EDGE)




