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Electrical Propertics __o
Frequency Range  [2.4-2.5 GHz o) RN
Impedance 500
VSWR <30 RP SMA Plug 2401 2.4 GHz¥e
Radiation Omni
Gain 4dBi
Polarization Vertical
] Mechanical Properties
T TP | | #10.1
Connector Brass |
Weight B
| Operating Temp __|-20°C165°C
Mzss omiERwse DATE: MAT L:

TOLERANCES ON: = 0.5
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moron @ €3 |SCALE 1/1  |TITLE : 8152 Replacement Antenna
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Electrical Test

Tre! SR TUT Ref1 U Calint Offs 1
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Cht Btart 2GHz Pwr 0 dBm Stop 3GHz

Tre2 dBMag 104B/ Ref0dB  Calint Off 2

Cht Start 26Hz Pt 0 dBm Stop 3GHz
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Pattern Test
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Pattern Test
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Connector

Electrical Properties

SMA
Impedance 50 ohm
Frequency Range 0~6 GHz
V.SW.R =15
Working Voltage =250Vrms
Dielectric Withstanding =670 Vrms

Voltage Insulation Resistance

=2000 Megohms

Contact Resistance

Center contact: 3.0 Milliohms (Max.)
Outer contact: 2.0 Milliohms (Max.)

Recommended coupling nut torque

4.0 in. Ibs. ~ 8.8in. Ibs.

Coupling nut retention force =60 Ibs.
Contact captivation axial =6 Ibs.
Coupling Proof Torque 15 in-1bs.min
Durability (mating) =500 cycles

Environmental Ratings

Operating Temperature

-65°C ~+165C

Thermal shock

MIL-STD-202, METHOD 107,Condition B

Corrosion MIL-STD-202,METHOD 101,Condition B
Shock MIL-STD-202,METHOD 213,Condition |
Vibration MIL-STD-202,METHOD 204,Condition D

Moisture Resistance

MIL-STD-202, METHOD 106

Material Specifications

Material Data Material
Body Brass
Center Contact Brass

Insulator

Teflon or Delrin
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